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1.0 GENERAL
1.1. REFERENCES

The publications listed below form a part of this specification to the extent referenced. The publications are referred
to within the text by the basic designation only.

= U.S. ARMY CORPS OF ENGINEERS (USACE) ER 1-1-11 (1995) Progress, Schedules, and Network Analysis
Systems http://www.usace.army.mil/publications/eng-regs/er1-1-11/entire.pdf

1.2 QUALIFICATIONS

Designate an authorized representative who shall be responsible for the preparation of the schedule and all
required updating (statusing) and preparation of reports. The authorized representative shall be experienced in
scheduling projects similar in nature to this project and shall be experienced in the use of the scheduling software
that meets the requirements of this specification.

2.0 PRODUCTS (Not Applicable)
3.0 EXECUTION
3.1. GENERAL REQUIREMENTS

3.1.1.  Submit a project schedule as specified herein for approval showing the sequence in which the Contractor
proposes to perform the work and dates on which the Contractor contemplates starting and completing all schedule
activities. The scheduling of the entire project, including the design and construction sequences is required.
Contractor management personnel shall actively participate in its development. Designers, subcontractors and
suppliers working on the project shall also contribute in developing an accurate project schedule. The schedule
must be a forward planning as well as a project monitoring tool. The approved project schedule shall be used to
measure the progress of the work and to aid in evaluating requests for excusable time extensions. The schedule
shall be cost loaded and activity coded as specified herein. The schedule will provide the basis for all progress
payments. If the Contractor fails to submit any schedule within the time prescribed, the Contracting Officer may
withhold approval of progress payments until the Contractor submits the required schedule

3.1.2. Status the schedule on at least a monthly basis, as specified herein. If in the opinion of the Contracting
Officer, the Contractor falls behind the approved schedule, the Contractor shall take steps necessary to improve its
progress including those that may be required by the Contracting Officer, without additional cost to the
Government. In this circumstance, the Contracting Officer may require the Contractor to increase the number of
shifts, overtime operations, days of work, and/or the amount of construction plant, and to submit for approval any
supplementary schedule or schedules as the Contracting Officer deems necessary to demonstrate how the
approved rate of progress will be regained. See paragraph 3.7.4.

3.1.3. Failure of the Contractor to comply with the requirements of the Contracting Officer shall be grounds for a
determination by the Contracting Officer that the Contractor is not prosecuting the work with sufficient diligence to
ensure completion within the time specified in the contract. Upon making this determination, the Contracting Officer
may terminate the Contractor’s right to proceed with the work, or any separable part of it, in accordance with the
default terms of the contract.

3.2. BASIS FOR PAYMENT AND COST LOADING

The schedule shall be the basis for determining contract earnings during each update period and therefore the
amount of each progress payment. Lack of an approved schedule update or qualified scheduling personnel will
result in an inability of the Contracting Officer to evaluate contract earned value for the purposes of payment.
Failure of the Contractor to provide all information, as specified herein will result in the disapproval of the
preliminary, initial and subsequent schedule updates. In the event schedule revisions are directed by the
Contracting Officer and those revisions have not been included in subsequent revisions or updates, the Contracting
Officer may hold retainage up to the maximum allowed by contract, each payment period, until such revisions to the
project schedule have been made. Activity cost loading shall be reasonable as determined by the Contracting
Officer. The aggregate value of all activities coded to a contract CLIN as specified herein shall equal the value of
the CLIN on the Schedule.
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3.3. PROJECT SCHEDULE DETAILED REQUIREMENTS

The computer software system utilized to produce and update the project schedule shall be capable of meeting all
requirements of this specification. Failure of the Contractor to meet the requirements of this specification will result
in the disapproval of the schedule. Scheduling software that meets the activity coding structure defined in the
Standard Data Exchange Format (SDEF) in ER-1-1-11(1995) referenced herein are Primavera Project Planner (P3)
by Primavera, and Open Plan by Deltek.

3.3.1. Use of the Critical Path Method

Use the Critical Path Method (CPM) of network calculation to generate the project schedule. Prepare the project
schedule using the Precedence Diagram Method (PDM).

3.3.2. Level of Detail Required

Develop the project schedule to an appropriate level of detail. Failure to develop the project schedule to an
appropriate level of detail, as determined by the Contracting Officer, will result in its disapproval. The Contracting
Officer will consider, but is not limited to, the following characteristics and requirements to determine appropriate
level of detail:

3.3.2.1. Activity Durations

Reasonable activity durations are those that allow the progress of ongoing activities to be accurately determined
between update periods. Less than 2 percent of all non-procurement activities shall have Original Durations (OD)
greater than 20 work days or 30 calendar days. Procurement activities are defined herein.

3.3.2.2. Design and Permit Activities

Include design and permit activities, including necessary conferences and follow-up actions and design package
submission activities. Include the design schedule in the project schedule, showing the sequence of events
involved in carrying out the project design tasks within the specific contract period. This shall be at a detailed level
of scheduling sufficient to identify all major design tasks, including those that control the flow of work. Include
review and correction periods associated with each item.

3.3.2.3. Procurement Activities

Include activities associated with the submittal, approval, procurement, fabrication and delivery of long lead
materials, equipment, fabricated assemblies and supplies. Long lead procurement activities are those with an
anticipated procurement sequence of over 90 calendar days. A typical procurement sequence includes the string of
activities: submit, approve/review, procure, fabricate, and deliver.

3.3.2.4. Mandatory Tasks

Include and properly schedule the following tasks (See also the Sample Preliminary Submittal Register Input Form):

3.3.2.4.1. Submission, review and acceptance of design packages, including BIM
3.3.2.4.2. Submission of mechanical/electrical/information systems layout drawings
3.3.2.4.3. Submission and approval of O & M manuals

3.3.244. Submission and approval of as-built drawings

3.3.2.4.5. Submission and approval of 1354 data and installed equipment lists
3.3.24.6. Submission and approval of testing and air balance (TAB)

3.3.24.7. Submission of TAB specialist design review report
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3.3.24.8. Submission and approval of fire protection specialist

3.3.2.4.9. Submission and approval of testing and balancing of HVAC plus commissioning plans and data.
Develop the schedule logic associated with testing and commissioning of mechanical systems to a level of detail
consistent with the contract commissioning requirements.

3.3.2.4.10. Air and water balancing

3.3.2.4.11. HVAC commissioning

3.3.24.12. Controls testing plan submission

3.3.2.4.13. Controls testing

3.3.2.4.14. Performance Verification testing

3.3.2.4.15. Other systems testing, if required

3.3.2.4.16. Contractor’s pre-final inspection

3.3.2.4.17. Correction of punch list from Contractor’s pre-final inspection
3.3.2.4.18. Government’s pre-final inspection

3.3.2.4.19. Correction of punch list from Government’s pre-final inspection

3.3.2.4.20. Final Inspection

3.3.2.5. Government Activities. Show Government and other agency activities that could impact progress. These
activities include but are not limited to: approvals, design reviews, review conferences, release for construction of
design package(s), environmental permit approvals by State regulators, inspections, utility tie-ins, Government
Furnished Property/Equipment (GFP) and Notice to Proceed for phasing requirements, if any.

3.3.2.6. Activity Responsibility Coding (RESP)

Assign Responsibility Code for all activities to the Prime Contractor, Subcontractor or Government agency
responsible for performing the activity. Activities coded with a Government Responsibility code include, but are not
limited to: Government approvals, Government design reviews, environmental permit approvals by State regulators,
Government Furnished Equipment (GFE) and Notice to Proceed (NTP) for phasing requirements. Code all activities
not coded with a Government Responsibility Code to the Prime Contractor or Subcontractor responsible to perform
the work. Activities shall not have more than one Responsibility Code. Examples of acceptable activity code values
are: DOR (for the designer of record); ELEC (for the electrical subcontractor); MECH (for the mechanical
subcontractor); and GOVT (for USACE). Unacceptable code values are abbreviations of the names of
subcontractors.

3.3.2.7. Activity Work Area Coding (AREA)

Assign Work Area code to activities based upon the work area in which the activity occurs. Define work areas
based on resource constraints or space constraints that would preclude a resource, such as a particular trade or
craft work crew from working in more than one work area at a time due to restraints on resources or space.
Examples of Work Area Coding include different areas within a floor of a building, different floors within a building,
and different buildings within a complex of buildings. Activities shall not have more than one Work Area Code. Not
all activities are required to be Work Area coded. A lack of Work Area coding will indicate the activity is not
resource or space constrained.

3.3.2.8. Contract Changes/Requests for Equitable Adjustment (REA) Coding (MODF)

Assign Activity code to any activity or sequence of activities added to the schedule as a result of a Contract
Modification, when approved by Contracting Officer, with a Contract Changes/REA Code. Key all Code values to
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the Government’s modification numbering system. Any activity or sequence of activities added to the schedule as a
result of alleged constructive changes made by the Government may be added to a copy of the current schedule,
subject to the approval of the Contracting Officer. Assign Activity codes for these activities with a Contract
Changes/REA Code. Key the code values to the Contractor's numbering system. Approval to add these activities
does not necessarily mean the Government accepts responsibility and therefore liability for such activities and any
associated impacts to the schedule, but rather the Government recognizes such activities are appropriately added
to the schedule for the purposes of maintaining a realistic and meaningful schedule. Such activities shall not be
Responsibility Coded to the Government unless approved. An activity shall not have more than one Contract
Changes/REA Code

3.3.2.9. Contract Line Item (CLIN) Coding (BIDI)

Code all activities to the CLIN on the Contract Line Item Schedule to which the activity belongs. An activity shall not
contain more than one CLIN Item Code. CLIN Item code all activities, even when an activity is not cost loaded.

3.3.2.10. Phase of Work Coding (PHAS)

Assign Phase of Work Code to all activities, based upon the phase of work in which the activity occurs. Code
activities to either a Design Phase or a Construction Phase. Code fast track design and construction phases
proposed by the Contractor to allow filtering and organizing the schedule by fast track design and construction
packages. If the contract specifies construction phasing with separately defined performance periods, identify a
Construction Phase Code to allow filtering and organizing the schedule accordingly. Each activity shall have only
one Phase of Work code.

3.3.2.11. Category of Work Coding (CATW)

Assign Category of Work code to all Activities based upon the category of work which the activity belongs.
Category of Work Code must include, but is not limited to: Design, Design Submittal, design reviews, review
conferences, Construction Submittal, Approvals (if any), Acceptance, Procurement, Fabrication, Delivery, Weather
Sensitive Installation, Non-Weather Sensitive Installation, Start Up, Test, and Turnover. Assign a Category of Work
code to each activity. Each activity shall have only one Category of Work Code.

3.3.2.12. Definable Features of Work Coding (FOW1, FOW2, FOW3)

Assign a Definable Feature of Work Code to appropriate activities based on the definable feature of work to which
the activity belongs. Definable Feature of Work is defined in Specification Section 01 45 04.00 10, Contractor
Quality Control. An activity shall not have more than one Definable Feature of Work Code. Not all activities are
required to be Definable Feature of Work Coded.

3.3.3. Scheduled Project Completion and Activity Calendars

The schedule interval shall extend from NTP date to the required contract completion date. The contract completion
activity (End Project) shall finish based on the required contract duration, as adjusted for any approved contract
time extensions. The first scheduled work period shall be the day after NTP is acknowledged by the Contractor.
Schedule activities on a calendar to which the activity logically belongs. Activities may be assigned to a 7 day
calendar when the contract assigns calendar day durations for the activity such as a Government Acceptance
activity. If the Contractor intends to perform physical work less than seven days per week, schedule the associated
activities on a calendar with non-work periods identified including weekends and holidays. Assign the Category of
Work Code - Weather Sensitive Installation to those activities that are weather sensitive. Original durations must
account for anticipated normal adverse weather. The Government will interpret all work periods not identified as
non-work periods on each calendar as meaning the Contractor intends to perform work during those periods.

3.3.3.1. Project Start Date
The schedule shall start no earlier than the date on which the NTP was acknowledged. Include as the first activity
in the project schedule an activity called "Start Project" or “NTP”. The "Start Project" activity shall have an "ES"

constraint date equal to the date that the NTP was acknowledged, with a zero day duration.

3.3.3.2. Schedule Constraints and Open Ended Logic
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Constrain completion of the last activity in the schedule by the contract completion date. Schedule calculations shall
result in negative float when the calculated early finish date of the last activity is later than the contract completion
date. Include as the last activity in the project schedule an activity called "End Project". The "End Project" activity
shall have an "LF" constraint date equal to the contract completion date for the project, and with a zero day duration
or by using the “project must finish by” date in the scheduling software. The schedule shall have no constrained
dates other than those specified in the contract. The use of artificial float constraints such as “zero fee float” or
“zero total float” are typically prohibited. There shall only be 2 open ended activities: Start Project (or NTP) with no
predecessor logic and End Project with no successor logic.

3.3.3.3. Early Project Completion

In the event the Preliminary or Initial project schedule calculates an early completion date of the last activity prior to
the contract completion date, the Contractor shall identify those activities that it intends to accelerate and/or those
activities that are scheduled in parallel to support the Contractor's "early" completion. The last activity shall have a
late finish constraint equal to the contract completion date and the schedule will calculate positive float. The
Government will not approve an early completion schedule with zero float on the longest path. The Government is
under no obligation to accelerate activities for which it is responsible to support a proposed early contract
completion.

3.3.4. Interim Completion Dates

Constrain contractually specified interim completion dates to show negative float when the calculated early finish
date of the last activity in that phase is later than the specified interim completion date.

3.3.4.1. Start Phase

Include as the first activity for a project phase an activity called "Start Phase X" where "X" refers to the phase of
work. The “Start Phase X" activity shall have an "ES" constraint date equal to the date on which the NTP was
acknowledged, and a zero day duration.

3.3.4.2. End Phase

Include as the last activity for a project phase an activity called "End Phase X" where "X" refers to the phase of
work. The "End Phase X" activity shall have an "LF" constraint date equal to the specified completion date for that
phase and a zero day duration.

3.3.4.3. Phase “X” Hammock

Include a hammock type activity for each project phase called "Phase X" where "X" refers to the phase of work. The
"Phase X" hammock activity shall be logically tied to the earliest and latest activities in the phase.

3.3.5. Default Progress Data Disallowed

Do not automatically update Actual Start and Finish dates with default mechanisms that may be included in the
scheduling software. Activity Actual Start (AS) and Actual Finish (AF) dates assigned during the updating process
shall match those dates provided from Contractor Quality Control Reports. Failure of the Contractor to document
the AS and AF dates on the Daily Quality Control report for every in-progress or completed activity, and failure to
ensure that the data contained on the Daily Quality Control reports is the sole basis for schedule updating shall
result in the disapproval of the Contractor's updated schedule and the inability of the Contracting Officer to evaluate
Contractor progress for payment purposes. Updating of the percent complete and the remaining duration of any
activity shall be independent functions. Disable program features which calculate one of these parameters from the
other.

3.3.6. Out-of-Sequence Progress
Activities that have progressed before all preceding logic has been satisfied (Out-of-Sequence Progress) will be

allowed only on a case-by-case basis subject to approval by the Contracting Officer. Propose logic corrections to
eliminate all out of sequence progress or justify not changing the sequencing for approval prior to submitting an
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updated project schedule. Correct out of sequence progress that continues for more than two update cycles by
logic revision, as approved by the Contracting Officer.

3.3.7. Negative Lags and Start to Finish Relationships

Lag durations contained in the project schedule shall not have a negative value. Do not use Start to Finish
relationships (SF).

3.3.8. Calculation Mode

Schedule calculations shall retain the logic between predecessors and successors even when the successor
activity starts and the predecessor activity has not finished. Software features that in effect sever the tie between
predecessor and successor activities when the successor has started and the predecessor logic is not satisfied
(“progress override”) will not be allowed.

3.3.9. Milestones

Include milestone activities for each significant project event including but not limited to: milestone activities for
each fast track design package released for construction; design complete; foundation/substructure construction
complete; superstructure construction complete; building dry-in or enclosure complete to allow the initiation of
finish activities; permanent power complete; and building systems commissioning complete.

3.4. PROJECT SCHEDULE SUBMISSIONS

Provide the submissions as described below. The data CD, reports, and network diagrams required for each
submission are contained in paragraph SUBMISSION REQUIREMENTS.

3.4.1. Preliminary Project Schedule Submission

Submit the Preliminary Project Schedule, defining the Contractor's planned operations for the first 90 calendar days
for approval within 15 calendar days after the NTP is acknowledged. The approved Preliminary Project Schedule
will be used for payment purposes not to exceed 90 calendar days after NTP. Completely cost load the Preliminary
Project Schedule to balance the contract award CLINS shown on the Price Schedule. Detail it for the first 90
calendar days. It may be summary in nature for the remaining performance period. It must be early start and late
finish constrained and logically tied as previously specified. The Preliminary Project Schedule forms the basis for
the Initial Project Schedule specified herein and must include all of the required Plan and Program preparations,
submissions and approvals identified in the contract (for example, Quality Control Plan, Safety Plan, and
Environmental Protection Plan) as well as design activities, the planned submissions of all early design packages,
permitting activities, design review conference activities and other non-construction activities intended to occur
within the first 90 calendar days. Schedule any construction activities planned for the first 90 calendar days after
NTP. Constrain planned construction activities by Government acceptance of the associated design package(s)
and all other specified Program and Plan approvals. Activity code any activities that are summary in nature after the
first 90 calendar days with Responsibility Code (RESP) and Feature of Work code (FOW1, FOW2, FOW3)

3.4.2. Initial Project Schedule Submission

Submit the Initial Project Schedule for approval within 42 calendar days after NTP. The schedule shall demonstrate
a reasonable and realistic sequence of activities which represent all work through the entire contract performance
period. The Initial Schedule shall be at a reasonable level of detail as determined by the Contracting Officer.
Include detailed design and permitting activities, including but not limited to identification of individual design
packages, design submission, reviews and conferences; permit submissions and any required Government actions;
and long lead procurement activities required prior to design completion. The Initial Project Schedule shall include
the entire construction sequence and all fast track construction activities, with as much detail as is known at the
time but, as a minimum, shall include all construction start and completion milestone activities, and detailed
construction activities through the dry-in milestone, including all activity coding and cost loading. Include the
remaining construction, including cost loading, but it may be scheduled summary in nature. As the design
proceeds and design packages are developed, fully detail the remaining construction activities concurrent with the
monthly schedule updating process. Constrain construction activities by Government acceptance of associated
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designs. When the design is complete, incorporate into the then approved schedule update all remaining detailed
construction activities that are planned to occur after the dry-in milestone.

3.4.3. Design Package Schedule Submission:

With each design package submitted to the Government, submit a frag-net schedule extracted from the then
current Preliminary, Initial or Updated schedule which covers the activities associated with that Design Package
including construction, procurement and permitting activities.

3.4.4. Periodic Schedule Updates

Based on the result of the meeting specified in PERIODIC SCHEDULE UPDATE MEETINGS, submit periodic
schedule updates. These submissions shall enable the Contracting Officer to assess Contractor's progress. If the
Contractor fails or refuses to furnish the information and project schedule data, which in the judgment of the
Contracting Officer or authorized representative is necessary for verifying the Contractor's progress, the Contractor
shall be deemed not to have provided an estimate upon which progress payment may be made. Update the
schedule to include detailed lower WBS activities procurement and construction activities as the design progresses,
but not later than the submission of the final, un-reviewed design submission for each separate design package.
The Contracting Officer may require submission of detailed schedule activities for any distinct construction that is
started prior to submission of a final design submission, if such activity is authorized.

3.4.5. Standard Activity Coding Dictionary
Use the activity coding structure defined in the Standard Data Exchange Format (SDEF) in ER 1-1-11, Appendix A.

This exact structure is mandatory, even if some fields are not used. A template SDEF compatible schedule backup
file (sdef.prx) is available on the QCS website: www.rmssupport.com. The SDEF format is as follows:

Field | Activity Code | Length | Description

1 WRKP 3 Workers per Day

2 RESP 4 Responsible Party (e.g. GC, subcontractor, USACE)
3 AREA 4 Area of Work

4 MODF 6 Modification or REA number

5 BIDI 6 Bid Item (CLIN)

6 PHAS 2 Phase of Work

7 CATW 1 Category of Work

8 FOW1 10 Feature of Work (used up to 10 characters in length)
9 FOW2 10 Feature of Work (used up to 20 characters in length)
10 FOW3 10 Feature of Work (used up to 30 characters in length)

3.5. SUBMISSION REQUIREMENTS
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Submit the following items for the Preliminary Schedule, Initial Schedule, and every Periodic Schedule Update
throughout the life of the project:

3.5.1. DataCD’s

Provide two sets of data CD’s containing the project schedule in the backup format. Each CD shall also contain all
previous update backup files. File medium shall be CD. Label each CD, indicating the type of schedule
(Preliminary, Initial, Update), full contract number, Data Date and file names. Each schedule shall have a unique file
name as determined by the Contractor.

3.5.2. Narrative Report

Provide a Narrative Report with the Preliminary, Initial, and each Periodic Update of the project schedule, as the
basis of the progress payment request. The Narrative Report shall include: a description of activities along the 2
most critical paths where the total float is less than or equal to 20 work days, a description of current and
anticipated problem areas or delaying factors and their impact, and an explanation of corrective actions taken or
required to be taken. The narrative report is expected to communicate to the Government, the Contractor's
thorough analysis of the schedule output and its plans to compensate for any problems, either current or potential,
which are revealed through its analysis. Identify and explain why any activities that, based their calculated late
dates, should have either started or finished during the update period but did not.

3.5.3.  Approved Changes Verification

Include only those project schedule changes in the schedule submission that have been previously approved by the
Contracting Officer. The Narrative Report shall specifically reference, on an activity by activity basis, all changes
made since the previous period and relate each change to documented, approved schedule changes.

3.5.4. Schedule Reports

The format, filtering, organizing and sorting for each schedule report shall be as directed by the Contracting Officer.
Typically reports shall contain: Activity Numbers, Activity Description, Original Duration, Remaining Duration, Early
Start Date, Early Finish Date, Late Start Date, Late Finish Date Total Float, Actual Start Date, Actual Finish Date,
and Percent Complete. The following lists typical reports that will be requested. One or all of these reports may be
requested for each schedule submission.

3.5.4.1. Activity Report
A list of all activities sorted according to activity number.
3.5.4.2. Logic Report

A list of detailed predecessor and successor activities for every activity in ascending order sorted by activity
number.

3.5.4.3. Total Float Report

A list of all incomplete activities sorted in ascending order of total float. List activities which have the same amount
of total float in ascending order of Early Start Dates. Do not show completed activities on this report.

3.5.4.4. Earnings Report by CLIN

A compilation of the Contractor's Total Earnings on the project from the NTP to the data date. This report shall
reflect the earnings of specific activities based on the agreements made in the schedule update meeting defined
herein. Provided that the Contractor has provided a complete schedule update, this report shall serve as the basis
of determining progress payments. Group activities by CLIN Item number and sort by activity number. This report
shall: sum all activities coded to a particular CLIN and provide a CLIN Item percent earned value; and complete and
sum CLIN items to provide a total project percent complete. The printed report shall contain, for each activity: the
Activity Number, Activity Description, Original Budgeted Amount, Quantity to Date, Percent Complete (based on
cost), and Earnings to Date.
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3.5.5. Network Diagram

The network diagram is required for the Preliminary, Initial and Periodic Updates. Depict and display the order and
interdependence of activities and the sequence in which the work is to be accomplished. The Contracting Officer
will use, but is not limited to, the following conditions to review compliance with this paragraph:

3.5.5.1. Continuous Flow

Show a continuous flow from left to right with no arrows from right to left. Show the activity number, description,
duration, and estimated earned value on the diagram.

3.5.5.2. Project Milestone Dates

Show dates on the diagram for start of project, any contract required interim completion dates, and contract
completion dates.

3.5.5.3. Critical Path
Clearly show the critical path.
3.5.5.4. Banding

Organize activities as directed to assist in the understanding of the activity sequence. Typically, this flow will group
activities by category of work, work area and/or responsibility.

3.5.5.5. S-Curves
Earnings curves showing projected early and late earnings and earnings to date.
3.6. PERIODIC SCHEDULE UPDATE MEETINGS

Conduct periodic schedule update meetings for the purposes of reviewing the Contractor’s proposed out of
sequence corrections, determining causes for delay, correcting logic, maintaining schedule accuracy and
determining earned value. Meetings shall occur at least monthly within five days of the proposed schedule data
date and after the Contractor has updated the schedule with Government concurrence respecting actual start
dates, actual finish dates, remaining durations and percent complete for each activity it intend to status. Match the
acutal start and finish dates with the dates exported, as described in paragraph 3.3.5. Provide a computer with the
scheduling software loaded and a projector during the meeting which allows all meeting participants to view the
proposed schedule update during the meeting. The meeting and resultant approvable schedule update shall be a
condition precedent to a formal submission of the update as described in SUBMISSION REQUIREMENTS and to
the submission of an invoice for payment. The meeting will be a working interactive exchange which will allow the
Government and the Contractor the opportunity review the updated schedule on a real time and interactive basis.
The Contractor’s authorized scheduling representative will organize, sort, filter and schedule the update as
requested by the Government. The meeting will last no longer than 8 hours. A rough draft of the proposed activity
logic corrections and narrative report shall be provided to the Government 48 hours in advance of the meeting. The
Contractor's Project Manager and Authorized Scheduler shall attend the meeting with the Authorized
Representative of the Contracting Officer.

3.6.1. Update Submission Following Progress Meeting

Submit a complete update of the project schedule containing all approved progress, revisions, and adjustments,
pursuant to paragraph SUBMISSION REQUIREMENTS not later than 4 working days after the periodic schedule
update meeting, reflecting only those changes made during the previous update meeting.

3.6.2. Staus of Activities

Update statusing information, including Actual Start Dates (AS), Actual Finish Dates (AF), Remaining Durations

(RD) and Percent Complete shall be subject to the approval of the Government prior to the meeting. As a minimum,
address the following items on an activity by activity basis during each progress meeting:
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3.6.2.1. Actual Start and Finish Dates

Accurately status the AS and/or AF dates for each activity currently in-progress or completed since the last update
The Government may allow an AF date to be assigned with the percent complete less than 100% to account for the
value of work remaining but not restraining successor activities. Only assign AS dates when actual progress occurs
on an activity.

3.6.2.2. Remaining Duration

Update the estimated RD for all incomplete activities independent of Percent Complete. Remaining durations may
exceed the activity OD or may exceed the activity’s prior update RD if the Government considers the current OD or
RD to be understated based on current progress, insufficient work crews actually manning the job, unrealistic OD or
deficiencies that must be corrected that restrain successor activities.

3.6.2.3. Percent Complete

Update the percent complete for each activity started, based on the realistic assessment of earned value. Activities
which are complete but for remaining minor punch list work and which do not restrain the initiation of successor
activities may be statused 100 percent complete. To allow for proper schedule management, cost load the
correction of punch list from Government pre-final inspection activity(ies) not less than 1% of the total contract
value, which activity(ies) may be declared 100 percent complete upon completion and correction of all punch list
work identified during Government pre-final inspection(s).

3.6.2.4. Logic Changes

Specifically identify and discuss all logic changes pertaining to NTP on change orders, change orders to be
incorporated into the schedule, contractor proposed changes in work sequence, corrections to schedule logic for
out-of-sequence progress, and other changes that have been made pursuant to contract provisions. The
Government will only approve logic revisions for the purpose of keeping the schedule valid in terms of its
usefulness in calculating a realistic completion date, correcting erroneous logic ties, and accurately sequencing the
work.

3.6.2.5. Other Changes

Other changes required due to delays in completion of any activity or group of activities include: 1) delays beyond
the Contractor's control, such as strikes and unusual weather. 2) delays encountered due to submittals,
Government Activities, deliveries or work stoppages which make re-planning the work necessary. 3) Changes
required to correct a schedule that does not represent the actual or planned prosecution and progress of the work.

3.7. REQUESTS FOR TIME EXTENSIONS

In the event the Contractor believes it is entitled to an extension of the contract performance period, completion
date, or any interim milestone date, furnish the following for a determination by the Contracting Officer: justification,
project schedule data, and supporting evidence as the Contracting Officer may deem necessary. Submission of
proof of excusable delay, based on revised activity logic, duration, and costs (updated to the specific date that the
delay occurred) is a condition precedent to any approvals by the Government. In response to each Request For
Proposal issued by the Government, the Contractor shall submit a schedule impact analysis demonstrating whether
or not the change contemplated by the Government impacts the critical path.

3.7.1. Justification of Delay

The project schedule shall clearly display that the Contractor has used, in full, all the float time available for the
work involved with its request. The Contracting Officer's determination as to the number of allowable days of
contract extension shall be based upon the project schedule updates in effect for the time period in question, and
other factual information.

Actual delays that are found to be caused by the Contractor's own actions, which result in a calculated schedule

delay, will not be a cause for an extension to the performance period, completion date, or any interim milestone
date.
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3.7.2. Submission Requirements

Submit a justification for each request for a change in the contract completion date of less than 2 weeks based
upon the most recent schedule update at the time of the NTP or constructive direction issued for the change. Such
a request shall be in accordance with the requirements of other appropriate Contract Clauses and shall include, as
a minimum:

3.7.2.1. A list of affected activities, with their associated project schedule activity number.
3.7.2.2. A brief explanation of the causes of the change

3.7.2.3. An analysis of the overall impact of the changes proposed.

3.7.2.4. A sub-network of the affected area

Identify activities impacted in each justification for change by a unique activity code contained in the required data
file.

3.7.3. Additional Submission Requirements

The Contracting Officer may request an interim update with revised activities for any requested time extension of
over 2 weeks. Provide this disk within 4 days of the Contracting Officer's request.

3.7.4. If Progress Falls Behind the Approved Project Schedule

3.7.4.1. Should progress fall behind the approved schedule (more than 20 work days of negative float) due to
Contractor generated problems, promptly provide a supplemental recovery or completion schedule that illustrates
its efforts to regain time to assure a completion by the required contract completion date.

3.7.4.2. The supplemental recovery or completion schedule will not replace the original, approved schedule as the
official contract schedule. Continue to update the original, approved schedule on at least a monthly basis. In
addition, the Contractor and the Contracting Officer will monitor the supplemental recovery or completion schedule
on at least a bi-weekly basis to determine its effect on regaining the rate of progress to assure project completion
by the contractually required completion date.

3.7.4.3. Do not artificially improve progress by simply revising the schedule logic, modifying or adding constraints,
or shortening future work activity durations. Resource and manpower load the supplemental recovery schedule or
completion schedule with crew size and productivity for each remaining activity, indicating overtime, weekend work,
and/or double shifts needed to regain the schedule, in accordance with FAR 52.236.15, without additional cost to
the Government. Indicate assumptions made and the basis for any logic, constraint, or duration changes used in
the creation of the supplemental recovery or completion schedule in a narrative submitted for the Contracting
Officer’s approval. Any additional resources or manpower must be evident at the work site. Do not modify the
official contract schedule to include these assumptions.

3.7.4.4. Failure to perform work and maintain progress in accordance with the supplemental recovery or completion
schedule may result in an interim and final unsatisfactory performance rating and/or may result in corrective action
by the Contracting Officer in accordance with FAR 52.236-15.

3.8. DIRECTED CHANGES

If the NTP is issued for changes prior to settlement of price and/or time, submit proposed schedule revisions to the
Contracting Officer within 2 weeks of the NTP being issued. The Contracting Officer will approve proposed
revisions to the schedule prior to inclusion of those changes within the project schedule. If the Contractor fails to
submit the proposed revisions, the Contracting Officer may furnish the Contractor with suggested revisions to the
project schedule. The Contractor shall include these revisions in the project schedule until revisions are submitted
and final changes and impacts have been negotiated. If the Contractor has any objections to the revisions furnished
by the Contracting Officer, advise the Contracting Officer within 2 weeks of receipt of the revisions. Regardless of
the objections, the Contractor shall continue to update the schedule with the Contracting Officer's revisions until a
mutual agreement in the revisions is reached. If the Contractor fails to submit alternative revisions within 2 weeks of
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receipt of the Contracting Officer's proposed revisions, the Contractor will be deemed to have concurred with the
Contracting Officer's proposed revisions. The proposed revisions will then be the basis for an equitable adjustment
for performance of the work.

3.9. WEEKLY PROGRESS MEETINGS

3.9.1. The Government and the Contractor shall meet weekly (or as otherwise mutually agreed to) between the
meetings described in paragraph PERIODIC SCHEDULE UPDATE MEETINGS for the purpose of jointly reviewing
the actual progress of the project as compared to the as planned progress and to review planned activities for the
upcoming two weeks. The then current and approved schedule update shall be used for the purposes of this
meeting and for the production and review of reports. The Contractor’s Project Manager and the Authorized
Representative of the Contracting Officer shall attend. The weekly progress meeting will address the status of
RFI's, RFP’s and Submittals.

3.9.2. Provide a bar chart produced by the scheduling software, organized by Total Float and Sorted by Early
Start Date, and a two week “look-ahead” schedule by filtering all schedule activities to show only current ongoing
activities and activities schedule to start during the upcoming two weeks, organized by Work Area Code (AREA)
and sorted by Early Start Date.

3.9.3. The Government and the Contractor shall jointly review the reports. If it appears that activities on the
longest path(s) which are currently driving the calculated completion date (driving activities), are not progressing
satisfactorily and therefore could jeopardize timely project completion, corrective action must be taken immediately.
Corrective action includes but is not limited to: increasing the number of work crews; increasing the number of work
shifts; increasing the number of hours worked per shift; and determining if Government responsibility coded
activities require Government corrective action.

3.10. OWNERSHIP OF FLOAT

Float available in the schedule, at any time, shall not be considered for the exclusive use of either the Government
or the Contractor.

3.11.  TRANSFER OF SCHEDULE DATA INTO RMS/QCS

Download and upload the schedule data into the Resident Management System (RMS) prior to RMS databases
being transferred to the Government and is considered to be additional supporting data in a form and detail
required by the Contracting Officer pursuant to FAR 52.232-5 - Payments under Fixed-Price Construction
Contracts. The receipt of a proper payment request pursuant to FAR 52.232-27 - Prompt Payment for Construction
Contracts is contingent upon the Government receiving both acceptable and approvable hard copies and electronic
export from QCS of the application for progress payment.

End of Section 01 32 01.00 10
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1.0 GENERAL
1.1. DEFINITIONS
1.1.1. Submittal

Contract Clauses "FAR 52.236-5, Material and Workmanship," paragraph (b) and "FAR 52.236-21, Specifications
and Drawings for Construction," paragraphs (d), (e), and (f) apply to all "submittals."

1.1.2. Submittal Descriptions (SD)

Submittals requirements are specified in the technical sections. Submittals are identified by SD numbers and titles
as follows.

SD-01 Preconstruction Submittals

Certificates of insurance.

Surety bonds.

List of proposed subcontractors.
List of proposed products.
Construction Progress Schedule.
Submittal register.

Schedule of prices.

Accident Prevention Plan.

Work plan.

Quality control plan.
Environmental protection plan.

SD-02 Shop Drawings

] Drawings, diagrams and schedules specifically prepared to illustrate some portion of the work.

] Diagrams and instructions from a manufacturer or fabricator for use in producing the product and as aids to
the Contractor for integrating the product or system into the project.

Ll Drawings prepared by or for the Contractor to show how multiple systems and interdisciplinary work will be

coordinated.

SD-03 Product Data

Ll Catalog cuts, illustrations, schedules, diagrams, performance charts, instructions and brochures illustrating
size, physical appearance and other characteristics of materials or equipment for some portion of the work.
Ll Samples of warranty language when the contract requires extended product warranties.

SD-04 Samples

] Physical examples of materials, equipment or workmanship that illustrate functional and aesthetic
characteristics of a material or product and establish standards by which the work can be judged.

] Color samples from the manufacturer's standard line (or custom color samples if specified) to be used in
selecting or approving colors for the project.

] Field samples and mock-ups constructed on the project site establish standards by which the ensuring
work can be judged. Includes assemblies or portions of assemblies that are to be incorporated into the project and
those which will be removed at conclusion of the work.

SD-05 Design Data

Ll Calculations, mix designs, analyses or other data pertaining to a part of work.
Ll Design submittals, design substantiation submittals and extensions of design submittals.

SD-06 Test Reports

= Report signed by authorized official of testing laboratory that a material, product or system identical to the
material, product or system to be provided has been tested in accord with specified requirements. (Testing must
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have been within three years of date of contract award for the project.)

Ll Report which includes findings of a test required to be performed by the Contractor on an actual portion of
the work or prototype prepared for the project before shipment to job site.

n Report which includes finding of a test made at the job site or on sample taken from the job site, on portion
of work during or after installation.

Ll Investigation reports.

Ll Daily checklists.

] Final acceptance test and operational test procedure.

SD-07 Certificates

Ll Statements printed on the manufacturer's letterhead and signed by responsible officials of manufacturer of
product, system or material attesting that product, system or material meets specification requirements. Must be
dated after award of project contract and clearly name the project.

] Document required of Contractor, or of a supplier, installer or subcontractor through Contractor, the
purpose of which is to further quality of orderly progression of a portion of the work by documenting procedures,
acceptability of methods or personnel qualifications.

] Confined space entry permits.

] Text of posted operating instructions.

SD-08 Manufacturer's Instructions

] Preprinted material describing installation of a product, system or material, including special notices and
Material Safety Data sheets concerning impedances, hazards and safety precautions.

SD-09 Manufacturer's Field Reports

Ll Documentation of the testing and verification actions taken by manufacturer's representative to confirm
compliance with manufacturer's standards or instructions.
Ll Factory test reports.

SD-10 Operation and Maintenance Data

Ll Data that is furnished by the manufacturer, or the system provider, to the equipment operating and
maintenance personnel. This data is needed by operating and maintenance personnel for the safe and efficient
operation, maintenance and repair of the item.

SD-11 Closeout Submittals

. Documentation to record compliance with technical or administrative requirements or to establish an
administrative mechanism.

1.1.3. Approving Authority

Office authorized to approve submittal.

1.1.4. Work

As used in this section, on- and off-site construction required by contract documents, including labor necessary to
produce submittals, construction, materials, products, equipment, and systems incorporated or to be incorporated
in such construction.

1.2. NOT USED

1.3. SUBMITTAL CLASSIFICATION

Submittals are classified as follows:

1.3.1. Designer of Record Approved (DA)
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1.3.1.1. Designer of Record (DOR) approval is required for all extensions of design, critical materials, equipment
whose compatibility with the entire system must be checked, and other items as designated by the Contracting
Officer. Within the terms of the Contract Clause entitled "Specifications and Drawings for Construction", they are
considered to be "shop drawings". Provide the Government the number of copies designated hereinafter of all
DOR approved submittals, after the DOR has taken appropriate action. The DOR shall ensure that submittals
conform to the Solicitation, the Accepted Proposal and the completed design, however see below for those
submittals proposing a deviation to the contract or a substitution of a material, system, or piece of equipment that
was identified by manufacturer, brand name or model description in the accepted contract proposal.

1.3.1.2. The DOR shall ensure that the submittals comply with all applicable Buy American Act and Trade
Agreement Act clauses in the contract. The DOR may confer with the Contracting Officer's Representative for
advice and interpretation of those clauses, as necessary.

1.3.1.3. The Government may, but is not required to, review any or all DOR approved submittals for conformance to
the solicitation, accepted proposal and the completed design. Except for submittals designated as deviating from
the Solicitation, the Accepted Proposal or completed design, the Contractor may proceed with acquisition and
installation upon DOR approval. Government Approved (GA)

1.3.2. Government Approved (GA)

Government approval is required for any item specifically designated as requiring Government approval in the
Solicitation, for internal and external color finish selections and other items as designated by the Contracting
Officer. Within the terms of the Contract Clause entitled "Specifications and Drawings for Construction," they are
considered to be "shop drawings."

1.3.3. Government Conformance Review of Design (CR)

The Government will review all intermediate and final design submittals for conformance with the technical
requirements of the solicitation. Section 01 33 16 DESIGN AFTER AWARD covers the design submittal and review
process in detail. Review will be only for conformance with the applicable codes, standards and contract
requirements. Design data includes the design documents described in Section 01 33 16 DESIGN AFTER
AWARD. Generally, design submittals should be identified as SD-05 Design Data submittals.

1.3.4. Designer of Record Approved/Government Conformance Review (DA/CR)

1.3.4.1. Deviations to the Accepted Design. Designer of Record approval and the Government’s concurrence are
required for any proposed deviation from the accepted design which still complies with the contract (the Solicitation
and Accepted Proposal) before the Contractor is authorized to proceed with material acquisition or installation.
Within the terms of the Contract Clause entitled "Specifications and Drawings for Construction”, they are
considered to be "shop drawings.” If necessary to facilitate the project schedule, the Contractor and the DOR may
discuss a submittal proposing a deviation with the Contracting Officer's Representative prior to officially submitting it
to the Government. However, the Government reserves the right to review the submittal before providing an
opinion, if it deems it necessary. In any case, the Government will not formally agree to or provide a preliminary
opinion on any deviation without the DOR's approval or recommended approval. The Government reserves the
right to non-concur with any deviation from the design, which may impact furniture, furnishings, equipment
selections or operations decisions that were made, based on the reviewed and concurred design.

1.3.4.2. Substitutions. Unless prohibited or provided for otherwise elsewhere in the Contract, where the accepted
contract proposal named products, systems, materials or equipment by manufacturer, brand name and/or by model
number or other specific identification, and the Contractor desires to substitute manufacturer or model after award,
submit a requested substitution for Government concurrence. Include substantiation, identifying information and the
DOR’s approval, as meeting the contract requirements and that it is equal in function, performance, quality and
salient features to that in the accepted contract proposal.

1.3.5. Designer of Record Approved/Government Approved (DA/GA)
Any proposed deviation to the solicitation and/or the accepted proposal constitutes a change to the contract. In

addition to the above stated requirements for proposed deviations to the accepted design, both Designer of Record
and Government Approval and, where applicable, a contract modification are required before the Contractor is
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authorized to proceed with material acquisition or installation for any proposed deviation to the contract. Within the
terms of the Contract Clause entitled "Specifications and Drawings for Construction", they are considered to be
"shop drawings". The Government reserves the right to accept or reject any such proposed deviation at its
discretion.

1.3.6. Information Only

All submittals not requiring Designer of Record or Government approval will be for information only. Provide the
Government “For Information Only” copies of all submittals not requiring Government approval or concurrence,
after the Designer of Record has taken the appropriate action.

1.4. APPROVED OR CONCURRED WITH SUBMITTALS

Do not construe the Contracting Officer's approval of or concurrence with submittals as a complete check, but only
that design, general method of construction, materials, detailing and other information appear to meet the
Solicitation and Accepted Proposal. Approval or concurrence will not relieve the Contractor of the responsibility for
any error which may exist, as the Contractor under the Contractor Quality Control (CQC) requirements of this
contract is responsible for design, dimensions, all design extensions, such as the design of adequate connections
and details, etc., and the satisfactory construction of all work. The Government won’t consider re-submittals for the
purpose of substituting previously approved materials or equipment unless accompanied by an explanation of why
a substitution is necessary.

1.5. DISAPPROVED SUBMITTALS

Make all corrections required by the Contracting Officer, obtain the Designer of Record's approval when applicable,
and promptly furnish a corrected submittal in the form and number of copies specified for the initial submittal.
Resubmit any "information only" submittal found to contain errors or unapproved deviations from the Solicitation or
Accepted Proposal as one requiring "approval" action, requiring both Designer of Record and Government
approval. If the Contractor considers any correction indicated on the submittals to constitute a change to the
contract, provide prompt notice in accordance with the Contract Clause "Changes" to the Contracting Officer.

1.6. WITHHOLDING OF PAYMENT

No payment for materials incorporated in the work will be made if all required Designer of Record or required
Government approvals have not been obtained. No payment will be made for any materials incorporated into the
work for any conformance review submittals or information only submittals found to contain errors or deviations
from the Solicitation or Accepted Proposal.

1.7. GENERAL

Make submittals as required by the specifications. The Contracting Officer may request submittals in addition to
those specified when deemed necessary to adequately describe the work covered in the respective sections. Units
of weights and measures used on all submittals shall be the same as those used in the contract drawings. Each
submittal shall be complete and in sufficient detail to allow ready determination of compliance with contract
requirements. Prior to submittal, the Contractor’s Quality Control (CQC) System Manager and the Designer of
Record, if applicable, shall check, approve, sign, and stamp all items, indicating action taken. Clearly idenify
proposed deviations from the contract requirements. Include items such as: Contractor's, manufacturer's, or
fabricator's drawings; descriptive literature including (but not limited to) catalog cuts, diagrams, operating charts or
curves; test reports; test cylinders; samples; O&M manuals (including parts list); certifications; warranties; and other
such required submittals. Schedule and make submittals requiring Government approval prior to the acquisition of
the material or equipment covered thereby. Pick up and dispose of samples remaining upon completion of the
work in accordance with manufacturer's Material Safety Data Sheets (MSDS) and in compliance with existing laws
and regulations.

1.8. SUBMITTAL REGISTER (GA)
Develop a complete list of submittals, including each separate design package submittal. Submit the initial

submittal register within 15 days after Notice to Proceed, including, as a minimum, the design packages and other
initial submittals required elsewhere in the contract. The Designer of Record shall identify required submittals in the
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specifications, and use the list to prepare the Submittal Register, utilizing the government-provided software, QCS
(see Section 01 45 01.10), to create the ENG Form 4288. Appendix Ris a preliminary submittal register input form
for use with the Quality Management System and the Resident Office Management System (QCS and RMS). The
Government will provide the Contractor the actual Excel Spreadsheet version of this sample input form after award
to modify and to use for input into QCS. The Excel Spreadsheet is not totally inputable into QCS, so additional
keystroke input will be necessary. The sample input form is not all-inclusive. In addition, additional submittals may
be required by other parts of the contract. After award, the parties will meet to discuss contract specific (or task
order specific for a task order contract) distribution for the submittals all-inclusive and additional submittals may be
required by other parts of the contract. Develop and complete the submittal register as the design is completed.
Submit it to the Contracting Officer with the un-reviewed final design package submission or as soon as the design
specifications are completed, if before the final design submission. When applicable, if the Contractor elects to fast
track design and construction, using multiple design package submissions,update the submittal register to reflect
the submittals associated with each design submission, clearly denoting all revisions to the previous submission.
The submittal register serves as a scheduling document for submittals and for control of submittal actions
throughout the contract period. Coordinate the submit dates and need dates used in the submittal register with
dates in the Contractor prepared progress schedule. Submit montly updates to the submittal register showing the
Contractor action codes and actual dates with Government action codes and actual dates or until all submittals
have been satisfactorily completed. Revise and submit the submittal register when revising the progress schedule.

1.9. SCHEDULING

Schedule submittals covering component items forming a system or items that are interrelated to be coordinated
and submitted concurrently. Schedule certifications to be submitted with the pertinent drawings. Allow adequate
time (a minimum of 15 calendar days exclusive of mailing time) and show on the register for those items requiring
Government approval or concurrence. No delay damages or time extensions will be allowed for time lost in late
submittals by the Contractor.

1.10. TRANSMITTAL FORM (ENG FORM 4025)

Use the transmittal form (ENG Form 4025) for submitting submittals in accordance with the instructions on the
reverse side of the form. These forms will be furnished to the Contractor or are included in the QCS software if the
Contractor is required to use QCS for this contract. Use a separate transmittal form for each specification section
Complete this form by filling out all the heading blank spaces and identify each item submitted. Exercise special
care to ensure proper listing of the specification paragraph and/or sheet number of the contract drawings pertinent
to the data submitted for each item.

1.11. SUBMITTAL PROCEDURES
Make submittals as follows:
1.11.1. Procedures

The Government will further discuss detailed submittal procedures with the Contractor at the Post-Award
Conference.

1.11.2. Deviations

For submittals which include proposed deviations requested by the Contractor, check the column "variation" of
ENG Form 4025. Set forth in writing the reason for any deviations and annotate such deviations on the submittal.
The Government reserves the right to rescind inadvertent approval of submittals containing unnoted deviations.

1.12. CONTROL OF SUBMITTALS

Carefully control his procurement operations to ensure that each individual submittal is made on or before the
scheduled submittal date shown on the approved "Submittal Register."

1.13.  GOVERNMENT APPROVED OR CONCURRED WITH SUBMITTALS

Tuesday, October 19, 2010



Section: 01 33 00 W912DY-10-R-0018
Page 1019 of 1982

Upon completion of review of submittals requiring Government approval or concurrence, the Government will stamp
and date the submittals as approved or concurred.. The Government will retain one (1) copies of the submittal and
return zero(0) copy(ies) of the submittal.

1.14. INFORMATION ONLY SUBMITTALS

Normally submittals for information only will not be returned. Approval of the Contracting Officer is not required on
information only submittals. The Government reserves the right to require the Contractor to resubmit any item
found not to comply with the contract. This does not relieve the Contractor from the obligation to furnish material
conforming to the plans and specifications; will not prevent the Contracting Officer from requiring removal and
replacement of nonconforming material incorporated in the work; and does not relieve the Contractor of the
requirement to furnish samples for testing by the Government laboratory or for check testing by the Government in
those instances where the technical specifications so prescribe. The Government will retain zero(0) copies of
information only submittals.

1.15. STAMPS

Use stamps similar to the following on the submittal data to certify that the submittal meets contract requirements:

CONTRACTOR

(FIRM NAME)

Approved

Approved with corrections as noted on submittal data and/or attached
sheet(s)

Signature:

Title:

Date:

For design-build construction, both the Contractor Quality Control System Manager and the Designer of
Record shall stamp and sign to certify that the submittal meets contract requirements.

Tuesday, October 19, 2010



Section: 01 33 16 W912DY-10-R-0018
Page 1020 of 1982

SECTION 01 33 16

DESIGN AFTER AWARD
1.0 GENERAL INFORMATION
1.1. INTRODUCTION
1.2. DESIGNER OF RECORD
2.0 PRODUCTS (Not Applicable)
3.0 EXECUTION
3.1. PRE-WORK ACTIVIES & CONFERENCES
3.1.1. Design Quality Control Plan
3.1.2. Post Award Conference
3.1.3. Partnering & Project Progress Processes
3.1.4. Initial Design Conference
3.1.5. Pre-Construction Conference
3.2. STAGES OF DESIGN SUBMITTALS AND OVER THE SHOULDER PROGRESS REVIEWS
3.2.1. Site/Utilities
3.2.2. Interim Design Submittals
3.2.3. Over-the-Shoulder Progress Reviews
3.2.4. Final Design Submissions
3.2.5. Design Complete Submittals
3.2.6. Holiday Periods for Government Review or Actions
3.2.7. Late Submittals and Reviews
3.3. DESIGN CONFIGURATION MANAGEMENT
3.3.1. Procedures
3.3.2. Tracking Design Review Comments
3.3.3. Design and Code Checklists
34. INTERIM DESIGN REVIEWS AND CONFERENCES
3.4.1. General
3.4.2. Procedures
3.4.3. Conference Documentation
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ATTACHMENT G DESIGN SUBMITTAL DIRECTORY AND SUBDIRECTORY FILE ARRANGEMENT
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1.0 GENERAL INFORMATION
1.1. INTRODUCTION

1.1.1. The information contained in this section applies to the design required after award. After award, the
Contractor will develop the accepted proposal into the completed design, as described herein.

1.1.2. The Contractor may elect to fast track the design and construction that is, proceed with construction of
parts of the sitework and facilities prior to completion of the overall design. To facilitate fast tracking, the Contractor
may elect to divide the design into no more than six (6) design packages per major facility type and no more than
three (3) design packages for site and associated work. Designate how it will package the design, consistent with
its overall plan for permitting (where applicable) and construction of the project. See Sections 01 33 00
SUBMITTAL PROCEDURES and 01 32 01.00 10 PROJECT SCHEDULE for requirements for identifying and
scheduling the design packaging plan in the submittal register and project schedule. See also Sections 01 10 00
STATEMENT OF WORK and 01 57 20.00 10 ENVIRONMENTAL PROTECTION for any specified permit
requirements. If early procurement of long-lead item construction materials or installed equipment, prior to
completion of the associated design package, is necessary to facilitate the project schedule, also identify those
long-lead items and how it will assure design integrity of the associated design package to meet the contract
requirements (The Contract consists of the Solicitation requirements and the accepted proposal). Once the
Government is satisfied that the long-lead items meet the contract requirements, the Contracting Officer will allow
the Contractor to procure the items at its own risk.

1.1.3. The Contractor may proceed with the construction work included in a separate design package after
the Government has reviewed the final (100%) design submission for that package, review comments have been
addressed and resolved to the Government's satisfaction and the Contracting Officer (or the Administrative
Contracting Officer) has agreed that the design package may be released for construction.

1.1.4. INTEGRATED DESIGN. To the maximum extent permitted for this project, use a collaborative,
integrated design process for all stages of project delivery with comprehensive performance goals for siting,
energy, water, materials and indoor environmental quality and ensures incorporation of these goals. Consider all
stages of the building lifecycle, including deconstruction.

1.2 DESIGNER OF RECORD

Identify, for approval, the Designer of Record (“DOR”) that will be responsible for each area of design. One DOR
may be responsible for more than one area. Listed, Professional Registered, DOR(s) shall account for all areas of
design disciplines shall be accounted for by a listed. The DOR’s shall stamp, sign, and date each design drawing
and other design deliverables under their responsible discipline at each design submittal stage (see contract clause
Registration of Designers). If the deliverables are not ready for release for construction, identify them as
"preliminary" or "not for release for construction" or by using some other appropriate designation. The DOR(s) shall
also be responsible for maintaining the integrity of the design and for compliance with the contract requirements
through construction and documentation of the as-built condition by coordination, review and approval of
extensions of design, material, equipment and other construction submittals, review and approval or disapproval of
requested deviations to the accepted design or to the contract, coordination with the Government of the above
activities, and by performing other typical professional designer responsibilities.

2.0 PRODUCTS (Not Applicable)

3.0 EXECUTION

3.1. PRE-WORK ACTIVITIES & CONFERENCES
3.1.1. Design Quality Control Plan

Submit for Government acceptance, a Design Quality Control Plan in accordance with Section 01 45 04.00 10
CONTRACTOR QUALITY CONTROL before design may proceed.

3.1.2. Post Award Conference
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3.1.2.1. The government will conduct a post award contract administration conference at the project site, as soon
as possible after contract award. This will be coordinated with issuance of the contract notice to proceed (NTP).
The Contractor and major sub-contractor representatives shall participate. All designers need not attend this first
meeting. Government representatives will include COE project delivery team members, facility users, facility
command representatives, and installation representatives. The Government will provide an agenda, meeting
goals, meeting place, and meeting time to participants prior to the meeting.

3.1.2.2. The post award conference shall include determination and introduction of contact persons, their
authorities, contract administration requirements, discussion of expected project progress processes, and
coordination of subsequent meetings for quality control (see Section 01 45 04.00 10 CONTRACTOR QUALITY
CONTROL), Partnering (see below and SCR: Partnering), and the initial design conference (see below).

3.1.2.3. The government will introduce COE project delivery team members, facility users, facility command
representatives, and installation representatives. The DB Contractor shall introduce major subcontractors, and
other needed staff. Expectations and duties of each person shall be defined for all participants. A meeting roster
shall be developed and distributed by the government with complete contact information including name, office,
project role, phone, mailing and physical address, and email address.

3.1.3. Partnering & Project Progress Processes

3.1.3.1. The initial Partnering conference may be scheduled and conducted at any time with or following the post
award conference. The Government proposes to form a partnership with the DB Contractor to develop a cohesive
building team. This partnership will involve the COE project delivery team members, facility users, facility
command representatives, installation representatives, Designers of Record, major subcontractors, contractor
quality control staff, and contractor construction management staff. This partnership will strive to develop a
cooperative management team drawing on the strengths of each team member in an effort to achieve a quality
project within budget and on schedule. This partnership will be bilateral in membership and participation will be
totally voluntary. All costs, excluding labor and travel expenses, shall be shared equally between the Government
and the Contractor. The Contractor and Government shall be responsible for their own labor and travel costs.
Normally, partnering meetings will be held at or in the vicinity of the project installation.

3.1.3.2. As part of the partnering process, the Government and Contractor shall develop, establish, and agree to
comprehensive design development processes including conduct of conferences, expectations of design
development at conferences, fast-tracking, design acceptance, Structural Interior Design (SID)/ Furniture, Fixtures
& Equipment (FF&E) design approval, project closeout, etc. The government will explain contract requirements
and the DB Contractor shall review their proposed project schedule and suggest ways to streamline processes.

3.1.4. Initial Design Conference

The initial design conference may be scheduled and conducted at the project installation any time after the post
award conference, although it is recommended that the partnering process be initiated with or before the initial
design conference. Any design work conducted after award and prior to this conference should be limited to site
and is discouraged for other items. All Designers of Record shall participate in the conference. The purpose of the
meeting is to introduce everyone and to make sure any needs the contractor has are assigned and due dates
established as well as who will get the information. See also Attachment F, BUILDING INFORMATION
MODELING REQUIREMENTS for discussion concerning the BIM Implementation Plan demonstration at this
meeting. The DB Contractor shall conduct the initial design conference.

3.1.5. Pre-Construction Conference

Before starting construction activities, the Contractor and Government will jointly conduct a pre-construction
administrative conference to discuss any outstanding requirements and to review local installation requirements for
start of construction. It is possible there will be multiple Pre-Construction Conferences based on the content of the
design packages selected by the Contractor. The Government will provide minutes of this meeting to all
participants.

3.2. STAGES OF DESIGN SUBMITTALS AND OVER THE SHOULDER PROGRESS REVIEWS
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The stages of design submittals described below define Government expectations with respect to process and
content. The Contractor shall determine how to best plan and execute the design and review process for this
project, within the parameters listed below. As a minimum, the Government expects to see at least one interim
design submittal, at least one final design submittal before construction of a design package may proceed and at
least one Design Complete submittal that documents the accepted design. The Contractor may sub-divide the
design into separate packages for each stage of design and may proceed with construction of a package after the
Government accepts the final design for that package. See discussion on waivers to submission of one or more
intermediate design packages where the parties partner during the design process. See also Attachment F,
BUILDING INFORMATION MODELING REQUIREMENTS for discussion concerning BIM and the various stages of
design submittals and over-the-shoulder progress reviews.

3.2.1. Site/Utilities

To facilitate fast-track design-construction activities the contractor may submit a final (100%) site and utility design
as the first design submittal or it may elect to submit interim and final site and utility design submittals as explained
below. Following review, resolution, and incorporation of all Government comments, and submittal of a satisfactory
set of site/utility design documents, after completing all other pre-construction requirements in this contract and
after the pre-construction meeting, the Government will allow the Contractor to proceed with site development
activities, including demolition where applicable, within the parameters set forth in the accepted design submittal.
For the first site and utility design submission, whether an interim or final, the submittal review, comment, and
resolution times from this specification apply, except that the Contractor shall allow the Government a 14 calendar
day review period, exclusive of mailing time. No on-site construction activities shall begin prior to written
Government clearance to proceed.

3.2.2. Interim Design Submittals

The Contractor may submit either a single interim design for review, representing a complete package with all
design disciplines, or split the interim design into smaller, individual design packages as it deems necessary for
fast-track construction purposes. As required in Section 01 32 01.00 10 PROJECT SCHEDULE, the Contractor
shall schedule its design and construction packaging plan to meet the contract completion period. This submission
is the Government's primary opportunity to review the design for conformance to the solicitation and to the
accepted contract proposal and to the Building Codes at a point where required revisions may be still made, while
minimizing lost design effort to keep the design on track with the contract requirements. The requirements for the
interim design review submittals and review conferences are described hereinafter. This is not necessarily a hold
point for the design process; the Contractor may designate the interim design submittal(s) as a snapshot and
proceed with design development at its own risk. See below for a waiver, where the parties establish an effective
over-the-shoulder progress review procedure through the partnering process that would eliminate the need for or
expedite a formal intermediate design review on one or more individual design packages.

3.2.3. Over-the-Shoulder Progress Reviews

To facilitate a streamlined design-build process, the Government and the Contractor may agree to one-on-one
reviewer or small group reviews, electronically, on-line (if available within the Contractor's standard design
practices) or at the Contractor's design offices or other agreed location, when practicable to the parties. The
Government and Contractor will coordinate such reviews to minimize or eliminate disruptions to the design process.
Any data required for these reviews shall normally be provided in electronic format, rather than in hard copy. If the
Government and Contractor establish and implement an effective, mutually agreeable partnering procedure for
regular (e.g., weekly) over-the shoulder review procedures that allow the Government reviewers the opportunity to
keep fully informed of the progress, contents, design intent, design documentation, etc. of the design package, the
Government will agree to waive or to expedite the formal intermediate design review period for that package. The
Contractor shall still be required to submit the required intermediate design documentation, however the parties
may agree to how that material will be provided, in lieu of a formal consolidated submission of the package. It
should be noted that Government funding is extremely limited for non-local travel by design reviewers, so the
maximum use of virtual teaming methods must be used. Some possible examples include electronic file sharing,
interactive software with on-line or telephonic conferencing, televideo conferencing, etc. The Government must still
perform its Code and Contract conformance reviews, so the Contractor is encouraged to partner with the reviewers
to find ways to facilitate this process and to facilitate meeting or bettering the design-build schedule. The Contractor
shall maintain a fully functional configuration management system as described herein to track design revisions,
regardless of whether or not there is a need for a formal intermediate design review. The formal intermediate

Tuesday, October 19, 2010



Section: 01 33 16 W912DY-10-R-0018
Page 1026 of 1982

review procedures shall form the contractual basis for the official schedule, in the event that the partnering process
determines that the formal intermediate review process to be best suited for efficient project execution. However,
the Government pledges to support and promote the partnering process to work with the Contractor to find ways to
better the design schedule.

3.2.4. Final Design Submissions

This submittal is required for each design package prior to Government acceptance of that design package for
construction. The requirements for the final design submittal review conferences and the Government's
acceptance for start of construction are described herein after.

3.2.5. Design Complete Submittals

After the final design submission and review conference for a design package, revise the design package to
incorporate the comments generated and resolved in the final review conferences, perform and document a back-
check review and submit the final, design complete documents, which shall represent released for construction
documents. The requirements for the design complete submittals are described hereinafter.

3.2.6. Holiday Periods for Government Review or Actions

Do not schedule meetings, Government reviews or responses during the last two weeks of December or other
designated Government Holidays (including Friday after Thanksgiving). Exclude such dates and periods from any
durations specified herein for Government actions.

3.2.7. Late Submittals and Reviews

If the Contractor cannot meet its scheduled submittal date for a design package, it must revise the proposed
submittal date and notify the government in writing, at least one (1) week prior to the submittal, in order to
accommodate the Government reviewers’ other scheduled activities. If a design submittal is over one (1) day late in
accordance with the latest revised design schedule, or if notification of a proposed design schedule change is less
than seven (7) days from the anticipated design submission receipt date, the Government review period may be
extended up to seven (7) days due to reviewers’ schedule conflicts. If the Government is late in meeting its review
commitment and the delay increases the Contractor’s cost or delays completion of the project, the Suspension of
Work and Defaults clauses provide the respective remedy or relief for the delay.

3.3. DESIGN CONFIGURATION MANAGEMENT
3.3.1. Procedures

Develop and maintain effective, acceptable design configuration management (DCM) procedures to control and
track all revisions to the design documents after the Interim Design Submission through submission of the As-Built
documents. During the design process, this will facilitate and help streamline the design and review schedule.
After the final design is accepted, this process provides control of and documents revisions to the accepted design
(See Special Contract Requirement: Deviating From the Accepted Design). The system shall include appropriate
authorities and concurrences to authorize revisions, including documentation as to why the revision must be made.
The DCM data shall be available to the Government reviewers at all times. The Contractor may use its own
internal system with interactive Government concurrences, where necessary or may use the Government's
“DrChecks Design Review and Checking System” (see below and Attachment C).

3.3.2. Tracking Design Review Comments

Although the Contractor may use its own internal system for overall design configuration management, the
Government and the Contractor shall use the DrChecks Design Review and Checking System to initiate, respond
to, resolve and track Government design compliance review comments. This system may be useful for other data
which needs to be interactive or otherwise available for shared use and retrieval. See Attachment C for details on
how to establish an account and set-up the DrChecks system for use on the project.

3.3.3. Design and Code Checklists
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Develop and complete various discipline-specific checklists to be used during the design and quality control of each
submittal. Submit these completed checklists with each design submittal, as applicable, as part of the project
documentation. See Section 01 45 04.00 10 Contractor Quality Control, Attachment D for a Sample Fire Protection
and Life Safety Code review checklist and Attachment E for LEED SUBMITTALS.

3.4. INTERIM DESIGN REVIEWS AND CONFERENCES
3.4.1. General

At least one interim design submittal, review and review conference is required for each design package (except
that, per paragraph 3.2.1, the Contractor may skip the interim design submission and proceed directly to final
design on the sitework and utilities package). The DB Contractor may include additional interim design
conferences or over-the-shoulder reviews, as needed, to assure continued government concurrence with the
design work. Include the interim submittal review periods and conferences in the project schedule and indicate
what part of the design work is at what percentage of completion. The required interim design conferences shall be
held when interim design requirements are reached as described below. See also Paragraph: Over-the-Shoulder
Progress Reviews for a waiver to the formal interim design review.

3.4.2. Procedures

After receipt of an Interim Design submission, allow the Government fourteen (14) calendar days after receipt of the
submission to review and comment on the interim design submittal. For smaller design packages, especially those
that involve only one or a few separate design disciplines, the parties may agree on a shorter review period or
alternative review methods (e.g., over-the—shoulder or electronic file sharing), through the partnering process. For
each interim design review submittal, the COR will furnish, to the Contractor, a single consolidated, validated listing
of all comments from the various design sections and from other concerned agencies involved in the review
process using the DrChecks Design Review and Checking System. The review will be for conformance with the
technical requirements of the solicitation and the Contractor's RFP proposal. If the Contractor disagrees technically
with any comment or comments and does not intend to comply with the comment, he/she must clearly outline, with
ample justification, the reasons for noncompliance within five (5) days after receipt of these comments in order that
the comment can be resolved. Furnish disposition of all comments, in writing, through DrChecks. The Contractor
is cautioned that if it believes the action required by any comment exceeds the requirements of this contract, that it
should take no action and notify the COR in writing immediately. The Interim Review conference will be held for
each design submittal at the installation. Bring the personnel that developed the design submittal to the review
conference. The conference will take place the week after the receipt of the comments by the Contractor. For
smaller fast-track packages that involve only a few reviewers, the parties may agree to alternative conferencing
methods, such as teleconferencing, or televideo, where available, as determined through Partnering.

3.4.3. Conference Documentation

3.4.3.1. In order to facilitate and accelerate the Government code and contract conformance reviews, identify, track
resolution of and maintain all comments and action items generated during the design process and make this
available to the designers and reviewers prior to the Interim and subsequent design reviews.

3.4.3.2. The DB Contractor shall prepare meeting minutes and enter final resolution of all comments into DrChecks.
Copies of comments, annotated with comment action agreed on, will be made available to all parties before the
conference adjourns. Unresolved problems will be resolved by immediate follow-on action at the end of
conferences. Incorporate valid comments. The Government reserves the right to reject design document
submittals if comments are significant. Participants shall determine if any comments are critical enough to require
further design development prior to government concurrence. Participants shall also determine how to proceed in
order to obtain government concurrence with the design work presented.

3.5. INTERIM DESIGN REQUIREMENTS

Interim design deliverables shall include drawings, specifications, and design analysis for the part of design that the
Contractor considers ready for review.

3.5.1. Drawings
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Include comments from any previous design conferences incorporated into the documents to provide an interim
design for the “part” submitted.

3.5.2. Design Analyses

3.5.2.1. The designers of record shall prepare and present design analyses with calculations necessary to
substantiate and support all design documents submitted. Address design substantiation required by the
applicable codes and references and pay particular attention to the following listed items:

3.5.2.2. For parts including sitework, include site specific civil calculations.

3.5.2.3. For parts including structural work, include structural calculations.

(a) Identify all loads to be used for design.

(b) Describe the method of providing lateral stability for the structural system to meet seismic and wind load
requirements. Include sufficient calculations to verify the adequacy of the method.

(c) Provide calculations for all principal roof, floor, and foundation members and bracing and secondary
members.

(d) Provide complete seismic analyses for all building structural, mechanical, electrical, architectural, and

building features as dictated by the seismic zone for which the facility is being constructed.

(e) Computer generated calculations must identify the program name, source, and version. Provide input data,
including loads, loading diagrams, node diagrams, and adequate documentation to illustrate the design. The
schematic models used for input must show, as a minimum, nodes/joints, element/members, materials/properties,
and all loadings, induced settlements/deflections, etc., and a list of load combinations. Include an output listing for
maximum/minimum stresses/forces and deflections for each element and the reactions for each loading case and
combination.

(f) See also the Security (Anti-Terrorism) requirements below for members subject to Anti-Terrorist Force
Protection (ATFP) and Progressive Collapse requirements.

(9) Fully coordinate and integrate the overall structural design between two different or interfacing construction
types, such as modular and stick-built or multistory, stacked modular construction. Provide substantiation of
structural, consolidation/settlement analysis, etc., as applicable, through the interfaces.

3.5.2.4. For Security (Anti-Terrorism): Provide a design narrative and calculations where applicable, demonstrating
compliance with each of the 22 standards in UFC 4-010-01, which includes Design of Buildings to Resist
Progressive Collapse (use the most recent version of UFC 4-023-03, regardless of references to any specific
version in UFC 4-010-01). Where sufficient standoff distance is not being provided, show calculations for blast
resistance of the structural system and building envelope. Show complete calculations for members subjected to
ATFP loads, e.g., support members of glazed items (jambs, headers, sills) connections of windows to support
members and connections of support members to the rest of the structure. For 3 story and higher buildings,
provide calculations to demonstrate compliance with progressive collapse requirements.

3.5.2.5. For parts including architectural work, include building floor area analysis.

3.5.2.6. For parts including mechanical work, include HVAC analysis and calculations. Include complete design
calculations for mechanical systems. Include computations for sizing equipment, compressed air systems, air duct
design, and U-factors for ceilings, roofs and exterior walls and floors. Contractor shall employ commercially
available energy analysis techniques to determine the energy performance of all passive systems and features.
Use of hourly energy load computer simulation is required (see paragraph 3.5.5.2 for list of acceptable software).
Based on the results of calculations, provide a complete list of the materials and equipment proposed with the
manufacturer's published cataloged product installation specifications and roughing-in data.

3.5.2.7. For parts including life safety, include building code analysis and sprinkler and other suppression systems.
Notwithstanding the requirements of the Codes, address the following:

(a) A registered fire protection engineer (FPE) must perform all fire protection analyses. Provide the fire
protection engineer’s qualifications. See Section 01 10 00, paragraph 5 for qualifications.
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(b) Provide all references used in the design including Government design documents and industry standards
used to generate the fire protection analysis.

(c) Provide classification of each building in accordance with fire zone, building floor areas and height and
number of stories.

(d) Provide discussion and description of required fire protection requirements including extinguishing
equipment, detection equipment, alarm equipment and water supply. Alarm and detection equipment shall
interface to requirements of Electronic Systems.

(e) Provide hydraulic calculations based on water flow test for each sprinkler system to insure that flow and
pressure requirements can be met with current water supply. Include copies of Contractor's water flow testing done
to certify the available water source.

3.5.2.8. For parts including plumbing systems:
(a) List all references used in the design.

(b) Provide justification and brief description of the types of plumbing fixtures, piping materials and equipment
proposed for use.

(c) Detail calculations for systems such as sizing of domestic hot water heater and piping; natural gas piping;
LP gas piping and tanks, fuel oil piping and tanks, etc., as applicable.

(d) When the geotechnical report indicates expansive soils are present, indicate in the first piping design
submittal how piping systems will be protected against damage or backfall/backflow due to soil heave (from
penetration of slab to the 5 foot building line).

3.5.2.9. For elevator systems:
(a) List all criteria codes, documents and design conditions used.

(b) List any required permits and registrations for construction of items of special mechanical systems and
equipment.

3.5.2.10. For parts including electrical work, include lighting calculations to determine maintained foot-candle
levels, electrical load analysis and calculations, electrical short circuit and protective device coordination analysis
and calculations and arc fault calculations.

3.5.2.11. For parts including telecommunications voice/data (including SIPRNET, where applicable), include
analysis for determining the number and placement of outlets

3.5.2.12. For Cathodic Protection Systems, provide the following stamped report by the licensed corrosion
engineer or NACE specialist with the first design submission. The designer must be qualified to engage in the
practice of corrosion control of buried or submerged metallic surfaces. He/she must be accredited or certified by the
National Association of Corrosion Engineers (NACE) as a NACE Accredited Corrosion Specialist or a NACE
certified Cathodic Protection Specialist, or must be a registered professional engineer with a minimum of five years
experience in corrosion control and cathodic protection, Clearly describe structures, systems or components in soil
or water to be protected. Describe methods proposed for protection of each.

3.5.3. Geotechnical Investigations and Reports:

3.5.3.1. The contractor’s licensed geotechnical engineer shall prepare a final geotechnical evaluation report, to be
submitted along with the first foundation design submittal. Make this information available as early as possible
during the over-the-shoulder progress review process. Summarize the subsurface conditions and provide
recommendations for the design of appropriate utilities, foundations, floor slabs, retaining walls, embankments, and
pavements. Include compaction requirements for fill and backfill under buildings, sidewalks, other structures and
open areas. Recommend foundation systems to be used, allowable bearing pressures for footings, lateral load
resistance capacities for foundation systems, elevations for footings, grade beams, slabs, etc. Provide an
assessment of post-construction settlement potential including total and differential. Provide recommendations
regarding lateral earth pressures (active, at-rest, passive) to be used in the design of retaining walls. Include the
recommended spectral accelerations and Site Class for seismic design along with an evaluation of any seismic
hazards and recommendations for mitigation, if required. Include calculations to support the recommendations for
bearing capacity, settlement, and pavement sections. Include supporting documentation for all recommended
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design parameters such as Site Class, shear strength, earth pressure coefficients, friction factors, subgrade
modulus, California Bearing Ratio (CBR), etc. Provide earthwork recommendations, expected frost penetration,
expected groundwater levels, recommendations for dewatering and groundwater control and the possible presence
of any surface or subsurface features that may affect the construction of the project such as sinkholes, boulders,
shallow rock, old fill, old structures, soft areas, or unusual soil conditions. Include pH tests, salinity tests, resistivity
measurements, etc., required to design corrosion control and grounding systems. Include the raw field data.
Arrange a meeting with the Government subsequent to completion and evaluation of the site specific geotechnical
exploration to outline any differences encountered that are inconsistent with the Government provided preliminary
soils information. Clearly outline differences which require changes in the foundation type, or pavement and
earthwork requirements from that possible and contemplated using the Government furnished preliminary soils
investigation, which result in a change to the design or construction. Any equitable adjustment is subject to the
provisions of the contract’s Differing Site Conditions Clause.

3.5.3.2. Vehicle Pavements: The Contractor’s geotechnical report shall contain flexible and rigid pavement designs,
as applicable for the project, including design CBR and modulus of subgrade reaction and the required compaction
effort for subgrades and pavement layers. Provide Information on the types of base course materials available in
the area and design strengths.

3.5.3.3. The Contractor and the professional geotechnical engineer consultant shall certify in writing that the design
of the project has been developed consistent with the Contractor’s final geotechnical report. The certification shall
be stamped by the consulting professional geotechnical engineer and shall be submitted with the first design
submission. If revisions are made to the initial design submission, a new certification shall be provided with the
final design submission.

3.54. LEED Documentation:

Assign a LEED Accredited Professional, responsible to track LEED planning, performance and documentation for
each LEED credit through construction closeout. Incorporate LEED credits in the plans, specifications and design
analyses. Develop LEED supporting documentation as a separable portion of the Design Analysis and provide with
each required design submittal. Include the LEED Project checklist for each non-exempt facility (one checklist may
be provided for multiple facilities in accordance with the LEED-NC Application Guide for Multiple Buildings and On-
Campus Building Projects and the LEED SUBMITTALS (Attachment E, herein) with each submittal. Final design
submittal for each portion of the work must include all required design documentation relating to that portion of work
(example - all site credit design documents with final site design). Submittal requirements are as indicated in
Attachment E, LEED SUBMITTALS. Submit all documentation indicated on Attachment E as due at final design at
final design submittal (for fast-track projects with multiple final design submittals, this shall be at the last scheduled
final design submittal). All project documentation related to LEED shall conform to USGBC requirements for both
content and format, including audit requirements and be separate from other design analyses. Maintain and update
the LEED documentation throughout project progress to construction closeout and shall compile product data,
receipts, calculations and other data necessary to substantiate and support all credits claimed. The Government
may audit any or all individual credits. Audit documentation is not required to be submitted unless requested.
These requirements apply to all projects. If the project requires the Contractor to obtain USGBC certification, the
Contractor shall also be responsible for obtaining USGBC certification and shall provide written evidence of
certification with the construction closeout LEED documentation submittal. Install the USGBC building plaque at the
location indicated by the Government upon receipt. If Contractor obtains USGBC interim design review, submit the
USGBC review to the Government within 30 days of receipt for information only.

3.5.4.1. LEED Documentation for Technology Solution Set. If the Solicitation provides a Prescriptive Technology
Solution Set, use of the Technology Solution set has no effect on LEED documentation requirements. Provide all
required LEED documentation, including energy analysis, in accordance with LEED requirements when using the
Technology Solution Set.

3.5.5. Energy Conservation:

3.5.5.1. Refer to Section 01 10 00, Paragraph 5. Interim and Final Design submittals shall demonstrate that each
building including the building envelope, HVAC systems, service water heating, power, and lighting systems meet
the Mandatory Provisions and the Prescriptive Path requirements of ASHRAE 90.1. Use Compliance
Documentation forms available from ASHRAE and included in the ASHRAE 90.1 User’'s Manual for this purpose.
The Architectural Section of the Design Analysis shall include completed forms titled “Building Envelope
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Compliance Documentation Parts | and II”. The Heating Ventilating and Air Conditioning (HVAC) Section of the
Design Analysis shall include a completed form titled “HVAC Simplified Approach Option - Part I” if this approach is
allowed by the Standard. Otherwise, the HVAC Section of the Design Analysis shall include completed forms titled
“HVAC Mandatory Provisions - Part II” and “HVAC Prescriptive Requirements - Part 1lI”. The Plumbing Section of
the Design Analysis shall include a completed form titled “Service Water Heating Compliance Documentation”. The
Electrical Section of the Design Analysis shall include an explanatory statement on how the requirements of
ASHRAE 90.1-2004 Chapter 8 Power were met. The Electrical Section of the Design Analysis shall also include a
completed form titled “Lighting Compliance Documentation”.

3.5.5.2. Interim and Final Design submittals which address energy consuming systems, (heating, cooling, service
hot water, lighting, power, etc.) must also include calculations in a separate Energy Conservation Section of the
Design Analysis which demonstrate and document (a) the baseline energy consumption for the facility or facilities
under contract, that would meet the requirements of ANSI/ASHRAE/IESNA Standard 90.1 and (b) the energy
consumption of the facility or facilities under contract utilizing the materials and methods required by this
construction contract. Use the USGBC Energy and Atmosphere (EA) Credit 1 compliance template / form or an
equivalently detailed form for documenting compliance with the energy reduction requirements. This template /
form is titted PERFORMANCE RATING METHOD and is available when the project is registered for LEED. The
calculation methodology used for this documentation and analysis shall follow the guidelines set forth in Appendix
G of ASHRAE 90.1, with two exceptions: a) receptacle and process loads may be omitted from the calculation; and
b) the definition of the terms in the formula for Percentage Improvement found in paragraph G1.2 are modified as
follows: Baseline Building Performance shall mean the annual energy consumption calculated for a building design
intended for use as a baseline for rating above standard design meeting the minimum requirements of the energy
standard, and Proposed Building Performance shall mean annual energy consumption calculated for the proposed
building design intended for construction. This calculation shall address all energy consuming systems in a single
integrated methodology. Include laboratory fume hoods and kitchen ventilation loads in the energy calculation.
They are not considered process loads. Individual calculations for heating, cooling, power, lighting, power, etc.
systems will not be acceptable. The following building simulation software is acceptable for use in calculating
building energy consumption: Hourly Analysis Program (HAP) by Carrier Corp., TRACE 700 by Trane Corp., DOE-
2 by US Department of Energy, EnergyPlus by DOD/DOE.

3.5.6. Specifications

Specifications may be any one of the major, well known master guide specification sources (use only one source)
such as MASTERSPEC from the American Institute of Architects, SPECTEXT from Construction Specification
Institute or Unified Facility Guide Specifications (UFGS using MASTERFORMAT 2004 numbering system), etc.
(including specifications from these sources). Manufacturers’ product specifications, utilizing CSI’'s Manu-Spec,
three part format may be used in conjunction with the selected specifications. The designers of record shall edit and
expand the appropriate Specifications to insure that all project design requirements, current code requirements,
and regulatory requirements are met. Specifications shall clearly identify, where appropriate, specific products
chosen to meet the contract requirements (i.e., manufacturers’ brand names and model numbers or similar product
information).

3.5.7. Building Rendering

Present and provide a draft color computer, artist, or hand drawn rendering with the conceptual design submittal of
the building exterior. Perspective renderings shall include a slightly overhead view of the entire building to
encompass elevations and the roof configuration of the building. After Government review and acceptance, provide
a final rendering, including the following:

Three (3) 18” x 24” color prints, framed and matted behind glass with project title underneath the print.

One (1) Image file (high resolution) in JPG format on CD for those in the submittal distribution list.

3.5.8. Interim Building Design Contents

The following list represents what the Government considers should be included in the overall completed design for
a facility or project. It is not intended to limit the contractor from providing different or additional information as

needed to support the design presented, including the require design analyses discussed above. As the Contractor
develops individual design packages and submits them for Interim review, include as much of the applicable
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information for an individual design package as is developed at the Interim design level for review purposes. These
pieces shall be developed as the design progresses toward the design complete stage.

3.5.8.1. Lawn and Landscaping Irrigation System
3.5.8.2. Landscape, Planting and Turfing

3.5.8.3. Architectural

(a) Design Narrative

(b) Architectural Floor Plans, Typical Wall and Roof Sections, Elevations
(c) Finish schedule

(d) All required equipment

(e) Special graphics requirements

() Door and Window Schedules

(9) Hardware sets using BHMA designations

(h) Composite floor plan showing all pre-wired workstations

(i) Structural Interior Design (SID) package: See ATTACHMENT A for specific requirements

)] Furniture, Fixtures & Equipment (FF&E) design package: See ATTACHMENT B for specific requirements

3.5.8.4. Structural Systems. Include:

(a) Drawings showing principal members for roof and floor framing plans as applicable
(b) Foundation plan showing main foundation elements where applicable
(c) Typical sections for roof, floor, and foundation conditions

3.5.8.5. Plumbing Systems
(a) Show locations and general arrangement of plumbing fixtures and major equipment

(b) Plan and isometric riser diagrams of all areas including hot water, cold water, waste and vent piping.
Include natural gas (and meter as required), (natural gas and meter as required), (LP gas), (fuel oil) and other
specialty systems as applicable.

(c) Include equipment and fixture connection schedules with descriptions, capacities, locations, connection
sizes and other information as required
3.5.8.6. HVAC Systems

(a) Mechanical Floor Plans: The floor plans shall show all principle architectural features of the building which
will affect the mechanical design. The floor plans shall also show the following:

(1) Room designations.

(2) Mechanical legend and applicable notes.

(3) Location and size of all ductwork and piping.

(4) Location and capacity of all terminal units (i.e., registers, diffusers, grilles, hydronic baseboards).
(5) Pre-Fabricated Paint Spray Booth (where applicable to project scope)

(6) Paint Preparation Area (where applicable to project scope)

(7) Exhaust fans and specialized exhaust systems.

(8) Thermostat location.

(9) Location of heating/cooling plant (i.e., boiler, chiller, cooling tower, etc).

(10)  Location of all air handling equipment.
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(11)  Air balancing information.
(12) Flue size and location.

(13) Piping diagram for forced hot water system (if used).

(b) Equipment Schedule: Provide complete equipment schedules. Include:

(1) Capacity

(2) Electrical characteristics

(3) Efficiency (if applicable)

(4) Manufacturer's name

(5) Optional features to be provided

(6) Physical size

(7) Minimum maintenance clearances

(a) Details: Provide construction details, sections, elevations, etc., only where required for clarification of

methods and materials of design.

(b) HVAC Controls: Submit complete HVAC controls equipment schedules, sequences of operation, wiring
and logic diagrams, Input/Output Tables, equipment schedules, and all associated information. See the Statement
of Work for additional specific requirements.

3.5.8.7. Fire Protection and Life Safety.

(a) Provide plan for each floor of each building that presents a compendium of the total fire protection features
being incorporated into the design. Include the following types of information:

(1) The location and rating of any fire-resistive construction such as occupancy separations, area separations,
exterior walls, shaft enclosures, corridors, stair enclosures, exit passageways, etc.

(2) The location and coverage of any fire detection systems

(3) The location and coverage of any fire suppression systems (sprinkler risers, standpipes, etc.)

(4) The location of any other major fire protection equipment

(5) Indicate any hazardous areas and their classification

(6) Schedule describing the internal systems with the following information: fire hazard and occupancy
classifications, building construction type, GPM/square foot sprinkler density, area of operation and other as
required

(b) Working plans and all other materials submitted shall meet NFPA 13 requirements, with respect to required

minimum level of detail.

3.5.8.8. Elevators. Provide:
(a) Description of the proposed control system

(b) Description, approximate capacity and location of any special mechanical equipment for elevators.

3.5.8.9. Electrical Systems.

(a) Electrical Floor Plan(s): Show all principle architectural features of the building which will affect the
electrical design. Show the following:

(1) Room designations.

(2) Electrical legend and applicable notes.

(3) Lighting fixtures, properly identified.

(4) Switches for control of lighting.

(5) Receptacles.
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(6) Location and designation of panelboards. Clearly indicate type of mounting required (flush or surface) and
reflect accordingly in specifications.

(7) Service entrance (conduit and main disconnect).

(8) Location, designation and rating of motors and/or equipment which requires electrical service. Show

method of termination and/or connection to motors and/or equipment. Show necessary junction boxes,
disconnects, controllers (approximate only), conduit stubs, and receptacles required to serve the motor and/or

equipment.

(b) Building Riser Diagram(s) (from pad-mounted transformer to unit load center panelboard): Indicate the
types and sizes of electrical equipment and wiring. Include grounding and metering requirements.

(c) Load Center Panelboard Schedule(s): Indicate the following information:

(1) Panelboard Characteristics (Panel Designation, Voltage, Phase, Wires, Main Breaker Rating and Mounting.
(2) Branch Circuit Designations.

(3) Load Designations.

(4) Circuit Breaker Characteristics. (Number of Poles, Trip Rating, AIC Rating)

(5) Branch Circuit Connected Loads (AMPS).

(6) Special Features

(d) Lighting Fixture Schedule(s): Indicate the following information:

(1) Fixture Designation.

(2) General Fixture Description.

(3) Number and Type of Lamp(s).

(4) Type of Mounting.

(5) Special Features.

(e) Details: Provide construction details, sections, elevations, etc. only where required for clarification of
methods and materials of design.

3.5.8.10. Electronic Systems including the following responsibilities:

(a) Fire Detection and Alarm System. Design shall include layout drawings for all devices and a riser diagram

showing the control panel, annunciator panel, all zones, radio transmitter and interfaces to other systems (HVAC,
sprinkler, etc.)

(b) Fire Suppression System Control. Specify all components of the Fire Suppression (FS) System in the FS
section of the specifications. Clearly describe how the system will operate and interact with other systems such as
the fire alarm system. Include a riser diagram on the drawings showing principal components and interconnections
with other systems. Include FS system components on drawing legend. Designate all components shown on floor
plans “FS system components” (as opposed to “Fire Alarm components”). Show location of FS control panels,
HVAC control devices, sensors, and 120V power panel connections on floor plans. Indicate zoning of areas by
numbers (1, 2, 3) and detectors sub-zoned for cross zoning by letter designations (A and B). Differentiate between
ceiling mounted and under floor detectors with distinct symbols and indicate sub-zone of each.

(c) Public Address System

(d) Special Grounding Systems. Completely reflect all design requirements in the specifications and drawings.
Specifications shall require field tests (in the construction phase), withessed by the Government, to determine the
effectiveness of the grounding system. Include drawings showing existing construction, if any.

(e) Cathodic Protection.
(f) Intrusion Detection, Card Access System
(9) Central Control and Monitoring System

(h) Mass Notification System

(i) Electrical Power Distribution Systems
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3.5.8.11. Separate detailed Telecommunications drawings for Information Systems including the following
responsibilities:

(a) Telecommunications Cabling
(b) Supporting Infrastructure
(a) Outside Plant (OSP) Cabling - Campus or Site Plans - Exterior Pathways and Inter-Building Backbones

(a) Include a layout of the voice/data outlets (including voice only wall & pay phones) on telecommunication
floor plan drawing, location of SIPRNET data outlets (where applicable), and a legend and symbol definition to
indicate height above finished floor. Show size of conduit and cable type and size on Riser Diagram. Do not
show conduit runs between backboard and outlets on the floor plans. Show underground distribution conduit and
cable with sizing from point of presence to entrance facility of building.

(b) Layout of complete building per floor - Serving Zone Boundaries, Backbone Systems, and Horizontal
Pathways including Serving Zones Drawings - Drop Locations and Cable ID's

(c) Communication Equipment Rooms - Plan Views - Tech and AMEP/Elevations - Racks and Walls.
Elevations with a detailed look at all telecomm rooms. Indicate technology layout (racks, ladder-racks, etc.),
mechanical/electrical layout, rack elevation and backboard elevation. They may also be an enlargement of a
congested area of T1 or T2 series drawing.

3.6. FINAL DESIGN REVIEWS AND CONFERENCES

A final design review and review conference will be held upon completion of final design at the project installation,
or — where equipment is available - by video teleconference or a combination thereof, for any design package to
receive Government acceptance to allow release of the design package for construction. For smaller separate
design packages, the parties may agree on alternative reviews and conferences (e.g., conference calls and
electronic file sharing, etc.) through the Partnering process. Include the final design conference in the project
schedule and shall indicate what part of the design work is at 100% completion. The final design conference will be
held after the Government has had seven (7) calendar days after receipt of the submission to review the final
design package and supporting data. For smaller packages, especially those involving only one or a few design
disciplines the parties may agree on a shorter period.

3.7. FINAL DESIGN REQUIREMENTS

Final design deliverables for a design package shall consist of 100% complete drawings, specifications, submittal
register and design analyses for Government review and acceptance. The 100% design submission shall consist
of drawings, specifications, updated design analyses and any permits required by the contract for each package
submitted. In order to expedite the final design review, prior to the conference, ensure that the design configuration
management data and all review comment resolutions are up-to-date. Include the 100% SID and 100% FF&E
binders for government approval. The Contractor shall have performed independent technical reviews (ITR’s) and
back-checks of previous comment resolutions, as required by Section 01 45 04.00 10 CONTRACTOR QUALITY
CONTROL, including providing documentation thereof. Use DrChecks or other acceptable comment tracking
system during the ITR and submit the results with each final design package

3.7.1. Drawings

3.7.1.1. Submit drawings complete with all contract requirements incorporated into the documents to provide a
100% design for each package submitted.

3.7.1.2. Prepare all drawings with the Computer-Aided Design and Drafting (CADD)/Computer-Aided Design (CAD)
system, organized and easily referenced electronically, presenting complete construction information.

3.7.1.3. Drawings shall be complete. The Contractor is encouraged to utilize graphics, views, notes, and details
which make the drawings easier to review or to construct but is also encouraged to keep such materials to those
that are necessary.

3.7.1.4. Provide detail drawings that illustrate conformance with the contract. Include room finish schedules,

corresponding color/finish/special items schedules, and exterior finish schedules that agree with the submitted SID
binders.
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3.7.1.5. The design documents shall be in compliance with the latest version of the A/E/C CAD Standard, available
at https://cadbim.usace.army.mil/CAD. Use the approved vertical Corps of Engineers title blocks and borders on all
drawings with the appropriate firm name included within the title block area.

3.7.1.6. CAD System and Building Information Modeling (BIM) (NOTE: If this is a Single Award or Multiple Award,
Indefinite Delivery/Indefinite Quantity Contract, this information will be provided for each task order.)

All CAD files shall be fully compatible with AutoCAD 2000 or higher. Save all design CAD files as AutoCAD 2000
or higher files. All submitted BIM Models and associated Facility Data shall be fully compatible with Bentley BIM file
format and the USACE Bentley BIM v8 Workspace.

(a) CAD Data Final File Format: During the design development capture geo-referenced coordinates of all
changes made to the existing site (facility footprint, utility line installations and alterations, roads, parking areas, etc)
as a result of this contract. There is no mandatory methodology for how the geo-referenced coordinates will be
captured, however, Engineering and Construction Bulletin No. 2006-15, Subject: Standardizing Computer Aided
Design (CAD) and Geographic Information Systems (GIS) Deliverables for all Military Design and Construction
Projects identifies the format for final as-built drawings and data sets to be delivered to the government. Close-out
requirements at the as-built stage; require final geo-referenced GIS Database of the new facility along with all
exterior modifications. The Government will incorporate this data set into the Installation’s GIS Masterplan or
Enterprise GIS System. See also, Section 01 78 02.00 10 Closeout Submittals.

(b) Electronic Drawing Files: In addition to the native CAD design files, provide separate electronic drawing
files (in editable CAD format and Adobe Acrobat PDF version 7.0 or higher) for each project drawing.

(c) Each file (both CAD and PDF) shall represent one complete drawing from the drawing set, including the
date, submittal phase, and border. Each drawing file shall be completely independent of any data in any other file,
including fonts and shapes not included with the basic CAD software program utilized. Fonts that are not included
as part of the default CAD software package installation or recognized as an allowable font by the A/E/C CAD
Standard are not acceptable in delivered CAD files. All displayed graphic elements on all levels of the drawing files
shall be part of the project drawing image. The drawing files shall not contain any graphic element that is not part
of the drawing image.

(d) Deliver BIM Model and associated Facility Data files in their native format. At a minimum, BIM files shall
address major architecture design elements, major structural components, mechanical systems and
electrical/communication distribution and elements as defined in Attachment F. See Attachment F for additional
BIM requirements.

(e) Drawing Index: Provide an index of drawings sheet in CAD as part of the drawing set, and an electronic list
in Microsoft Excel of all drawings on the CD. Include the electronic file name, the sheet reference number, the
sheet number, and the sheet title, containing the data for each drawing.

() Hard Copies: Plot submitted hard copy drawings directly from the “electronic drawing files” and copy for
quantities and sizes indicated in the distribution list at the end of this specification section. The Designers of
Record shall stamp, sign and date original hard copy sheets as Released For Construction, and provide copies for
distribution from this set.

3.7.2. Design Analyses

3.7.2.1. The designers of record shall update, finalize and present design analyses with calculations necessary to
substantiate and support all design documents submitted.

3.7.2.2. The responsible DOR shall stamp, sign and date the design analysis. Identify the software used where,
applicable (name, version, vendor). Generally, provide design analyses, individually, in an original (file copy) and
one copy for the assigned government reviewer.

3.7.2.3. All disciplines review the LEED design analysis in conjunction with their discipline-specific design analysis;
include a copy of the separable LEED design analysis in all design analysis submittals.

3.7.2.4. Do not combine multi-disciplined volumes of design-analysis, unless multiple copies are provided to
facilitate multiple reviewers (one copy per each separate design analysis included in a volume).

3.7.3. Specifications
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Specifications shall be 100% complete and in final form.
3.7.4. Submittal Register

Prepare and update the Submittal Register and submit it with the 100% design specifications (see Specification
Section 01 33 00, SUBMITTAL PROCEDURES) with each design package. Include the required submittals for
each specification section in a design package in the submittal register.

3.7.5. Preparation of DD Form 1354 (Transfer of Real Property)

This form itemizes the types, quantities and costs of various equipment and systems that comprise the project, for
the purpose of transferring the new construction project from the Corps Construction Division to the Installation's
inventory of real property. The Government will furnish the DB Contractor's design manager a DD Form 1354
checklist to use to produce a draft Form 1354. Submit the completed checklist and prepared draft Form DD 1354
with the 100% design in the Design Analysis. The Corps will use these documents to complete the final DD 1354
upon completion of construction.

3.7.6. Acceptance and Release for Construction

3.7.6.1. At the conclusion of the Final Design Review (after resolutions to the comments have been agreed upon
between DOR and Government reviewers), the Contracting Officer or the ACO will accept the Final Design
Submission for the design package in writing and allow construction to start for that design package. The
Government may withhold acceptance until all major corrections have been made or if the final design submission
requires so many corrections, even though minor, that it isn't considered acceptably complete.

3.7.6.2. Government review and acceptance of design submittals is for contract conformance only and shall not
relieve the Contractor from responsibility to fully adhere to the requirements of the contract, including the
Contractor’s accepted contract proposal, or limit the Contractor’s responsibility of design as prescribed under
Special Contract Requirement: “Responsibility of the Contractor for Design” or limit the Government’s rights under
the terms of the contract. The Government reserves the right to rescind inadvertent acceptance of design
submittals containing contract deviations not separately and expressly identified in the submittal for Government
consideration and approval.

3.8. DESIGN COMPLETE CONSTRUCTION DOCUMENT REQUIREMENTS

After the Final Design Submission and Review Conference and after Government acceptance of the Final Design
submission, revise the design documents for the design package to incorporate the comments generated and
resolved in the final review conference, perform and document a back-check review and submit the final, design
complete documents. Label the final design complete documents “FOR CONSTRUCTION” or use similar
language. In addition to the final drawings and specifications, the following deliverables are required for distribution
and field use. The deliverable includes all documentation and supporting design analysis in final form, as well as
the final review comments, disposition and the back-check. As part of the quality assurance process, the
Government may perform a back-check of the released for construction documentation. Promptly correct any
errors or omissions found during the Government back-check. The Government may withhold retainage from
progress payments for work or materials associated with a final design package until this submittal has been
received and the Government determines that it is complete.

3.9. SUBMITTAL DISTRIBUTION, MEDIA AND QUANTITIES

3.9.1. Submittal Distribution and Quantities

General: The documents which the Contractor shall submit to the Government for each submittal are listed and
generally described in preceding paragraphs in this Section. Provide copies of each design submittal and design

substantiation as follows (NOTE: If this is a Single Award or Multiple Award, Indefinite Delivery/Indefinite Quantity
Contract, this information will be provided for each task order):
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Activity and Drawing Design Drawing Non-BIM Furniture Structural BIM Data
Address Size (Full Analyses Size (Half Data Submittal Interior
Size) & Specs Size) Design DvD
CD-ROM (Per Submittal | (Per Attach
Full-Size Full Sets/ Half-Size or DVD as Attachment F)
Full Sets/ Féir:;al Full Sets/ Necessary B)
*Partial Sets *Partial (PDF&
Sets .dwg)
Commander,
U.S.Army
Engineer District 0/0 300 300 4 ! ! 0
Fort Worth
Commander,
U.S.Army
Engineer District,
Center of 0/0 1/0 1/0 1 N/A 1 0
Standardization
Huntsville
Center
Installation 1/0 8/0 11/0 19 2 4 0
U.S.Army Corps
of Engme_ers 4/0 4/0 4/0 4 1 4 0
Construction
Area Office
Information
Systems
Engineering 0/0 0/1 0/0 1 N/A N/A 1
Command
(ISEC)
Other Offices 0/0 5/0 5/0 7 N/A 5 2

*NOTE: For partial sets of drawings, specifications and design analyses, see paragraph 3.9.3.3, below.

**NOTE: When specified below in 3.9.2, furnish Installation copies of Drawings as paper copies, in lieu of
the option to provide secure web-based submittals.

3.9.2. Web based Design Submittals

Except for full or half-sized drawings for Installation personnel, as designated in the Table above, Web based
design submittals will be acceptable as an alternative to the paper copies listed in the Table above, provided a
single hard-copy PDF based record set is provided to the Contracting Officer for record purposes. Where the
contract requires the Contractor to submit documents to permitting authorities, still provide those authorities paper
copies (or in an alternate format where required by the authority). Web based design submittal information shall be
provided with adequate security and availability to allow unlimited access those specifically authorized to
Government reviewers while preventing unauthorized access or modification. File sizes must be of manageable
size for reviewers to quickly download or open on their computers. As a minimum, drawings shall be full scale on
American National Standards Institute (ANSI) D sheets (34" x 22"). In addition to the optional website, provide the
BIM data submission on DVD to each activity and address noted above in paragraph 3.9.1 for each BIM
submission required in Attachment F.

3.9.3. Mailing of Design Submittals
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3.9.3.1. Mail all design submittals to the Government during design and construction, using an overnight mailing
service. The Government will furnish the Contractor addresses where each copy shall be mailed to after award of
the contract (or individual task order if this is an indefinite delivery/indefinite quantity, task order contract). Mail the
submittals to twenty one (21) different addresses. Assemble drawing sheets, specs, design analyses, etc. into
individual sets; do not combine duplicate pages from individual sets so that the government has to assemble a set.

3.9.3.2. Each design submittal shall have a transmittal letter accompanying it indicating the date, design
percentage, type of submittal, list of items submitted, transmittal number and point of contact with telephone
number.

3.9.3.3. Provide partial sets of drawings, specifications, design analyses, etc., as designated in the Table in
paragraph 3.9.1, to those reviewers who only need to review their applicable portions of the design, such as the
various utilities. The details of which office receives what portion of the design documentation will be worked out
after award.

3.10. AS-BUILT DOCUMENTS
Provide as-built drawings and specifications in accordance with Section 01 78 02.00 10, CLOSEOUT
SUBMITTALS. Update LEED design phase documentation during construction as needed to reflect construction

changes and advancing project completion status (example - Commissioning Plan updates during construction
phase) and include updated LEED documentation in construction closeout submittal.
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ATTACHMENT A
STRUCTURAL INTERIOR DESIGN (SID) REQUIREMENTS

1.0 GENERAL INFORMATION

Structural Interior Design includes all building related elements and components generally part of the building itself,
such as wall finishes, ceilings finishes, floor coverings, marker/bulletin boards, blinds, signage and built in
casework. Develop the SID in conjunction with the furniture footprint.

2.0 STRUCURAL INTERIOR DESIGN (SID) REQUIREMENTS FOR THE INTERIM AND FINAL DESIGN
SUBMITTALS

21. FORMAT AND SCHEDULE

Prepare and submit for approval an interior and exterior building finishes scheme for an interim design submittal.
The DOR shall meet with and discuss the finish schemes with the appropriate Government officials prior to
preparation of the schemes to be presented. Present original sets of the schemes to reviewers at an interim design
conference.

At the conclusion of the interim phase, after resolutions to the comments have been agreed upon between DOR
and Government reviewers, the Contractor may proceed to final design with the interior finishes scheme presented.

The SID information and samples are to be submitted in 8 2" x 11” format using three ring binders with pockets on
the inside of the cover. When there are numerous pages with thick samples, use more than one binder. Large D-
ring binders are preferred to O-ring binders. Use page protectors that are strong enough to keep pages from tearing
out. Anchor large or heavy samples with mechanical fasteners, Velcro, or double-faced foam tape rather than
rubber cement or glue. Fold out items must have a maximum spread of 25 '2”. Provide cover and spine inserts
sheets identifying the document as “Structural Interior Design” package. Include the project title and location,
project number, Contractor/A/E name and phone number(s), submittal stage and date.

Design submittal requirements include, but are not limited to:

211. Narrative of the Structural Interior Design Objectives

The SID shall include a narrative that discusses the building related finishes. Include topics that relate to base
standards, life safety, sustainable design issues, aesthetics, durability and maintainability, discuss the development
and features as they relate to the occupants requirements and the building design.

2.1.2. Interior Color Boards

Identify and key each item item on the color boards to the contract documents to provide a clear indication of how
and where each item will be used. Arrange finish samples to the maximum extent possible by room type in order to
illustrate room color coordination. Label all samples on the color boards with the manufacturer's name, patterns
and colors name and number. Key or code samples to match key code system used on contract drawings.
Material and finish samples shall indicate true pattern, color and texture. Provide photographs or colored
photocopies of materials or fabrics to show large overall patterns in conjunction with actual samples to show the
actual colors. Finish samples must be large enough to show a complete pattern or design where practical.

Color boards shall include but not be limited to original color samples of the following:

All walls finishes and ceiling finishes, including corner guards, acrylic wainscoting and wall guards/chair rail finishes

All tile information, including tile grout color and tile patterns.

] All flooring finishes, including patterns.
= All door, door frame finishes and door hardware finishes
. All signage, wall base, toilet partitions, locker finishes and operable/folding partitions and trim
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All millwork materials and finishes (cabinets, counter tops, etc.)
] All window frame finishes and window treatments (sills, blinds, etc.)

Color board samples shall reflect all actual finish textures, patterns and colors required as specified. Patterned
samples shall be of sufficient size to adequately show pattern and its repeat if a repeat occurs.

2.1.3. Exterior Color Boards

Prepare exterior finishes color boards in similar format as the interior finishes color boards, for presentation to the
reviewers during an interim design conference. Provide original color samples of all exterior finishes including but
not limited to the following:

All Roof Finishes

All Brick and Cast Stone Samples

All Exterior Insulation and Finish Samples
All Glass Color Samples

All Exterior Metals Finishes

All Window & Door Frame Finishes

All Specialty Item Finishes, including trim

Identify each item on the exterior finishes color boards and key to the building elevations to provide a clear
indication of how and where each item will be used.

2.2. STRUCTURAL INTERIOR DESIGN DOCUMENTS
2.2.1. General

Structural interior design related drawings must indicate the placement of extents of SID material, finishes and
colors and must be sufficiently detailed to define all interior work. The following is a list of minimum requirements:

2.2.2. Finish Color Schedule

Provide finish color schedule(s) in the contract documents. Provide a finish code, material type, manufacturer,
series, and color designations. Key the finish code to the color board samples and drawings.

2.2.3. Interior Finish Plans
Indicate wall and floor patterns and color placement, material transitions and extents of interior finishes.
2.2.4. Furniture Footprint Plans

Provide furniture footprint plans showing the outline of all freestanding and systems furniture for coordination of all
other disciplines.

2.2.5. Interior Signage

Include interior signage plans or schedules showing location and quantities of all interior signage. Key each interior
sign to a quantitative list indicating size, quantity of each type and signage text.

2.2.6. Interior Elevations, Sections and Details

Indicate material, color and finish placement.
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ATTACHMENT B
FURNITURE, FIXTURES & EQUIPMENT (FF&E) REQUIREMENTS

1.0 FF&E REQUIREMENTS FOR THE INTERIM AND FINAL DESIGN SUBMITTALS
1.1. FORMAT AND SCHEDULE

Prepare and submit for approval a comprehensive FF&E scheme for an interim design submittal. The Contractor’s
interior designer, not a furniture dealer, shall develop the design. FF&E is the selection, layout, specification and
documentation of furniture includes but is not limited to workstations, seating, tables, storage and shelving, filing,
trash receptacles, clocks, framed artwork, artificial plants, and other accessories. Contract documentation is
required to facilitate pricing, procurement and installation. The FF&E package is based on the furniture footprint
developed in the Structural Interior Design (SID) portion of the interior design. Develop the FF&E package
concurrently with the building design to ensure that there is coordination between the electrical outlets, switches, J-
boxes, communication outlets and connections, and lighting as appropriate. In addition, coordinate layout with other
building features such as architectural elements, thermostats, location of TV's, GF/GI equipment (for example
computers, printers, copiers, shredders, faxes), etc. Locate furniture in front of windows only if the top of the item
falls below the window and unless otherwise noted, do not attach furniture including furniture systems to the
building. If project has SIPRNET and/or NIPRNET, coordinate furniture layout with SIPRNET and NIPRNET
separation requirements. Verify that access required by DOIM for SIPRNET box and conduit is provided. The DOR
shall interview appropriate Government personnel to determine FF&E requirements for furniture and furnishings
prior to preparation of the scheme to be presented. Determine FFE items and quantities by, but not limited to: (1)
the number of personnel to occupy the building, (2) job functions and related furniture/office equipment to support
the job function, (3) room functions, (4) rank and grade. Present original sets of the scheme to reviewers at an
interim design conference upon completion of the interim architectural submittal or three months prior to the
submittal of the final FF&E package (whichever comes first).

Design may proceed to final with the FF&E scheme presented at the conclusion of the interim phase, after
resolutions to the comments have been agreed upon between DOR and Government reviewers.

Provide six copies of the electronic versions of all documents upon completion of the final architectural submittal or
ten months prior to the contract completion date (whichever comes first), to ensure adequate time for furniture
acquisition. Provide unbound, electronic drawings in CAD and BIM. Provide all files needed to v,/iew complete
drawings. Submit all text documents in Microsoft Word or Excel..

Submit four copies of the final and complete FF&E information and samples in 8 %2” x 11” format using three ring
binders with pockets on the inside of the cover upon completion of the final architectural submittal or ten months
prior to the contract completion date (whichever comes first). Use more than one binder when there are numerous
pages with thick samples. Large D-ring binders are preferred to O-ring binders. Use page protectors that are
strong enough to keep pages from tearing out for upholstery and finish boards. Anchor large or heavy samples with
mechanical fasteners, Velcro, or double-faced foam tape rather than rubber cement or glue. Fold out items must
have a maximum spread of 25 2”. Provide cover and spine inserts sheets identifying the document as “Furniture,
Fixtures & Equipment” package and include the project title and location, project number, Contractor/A/E hame and
phone number(s), submittal stage and date.

Provide electronic copies of all documents upon completion of the final architectural submittal or ten months prior to
the contract completion date (whichever comes first), to ensure adequate time for furniture acquisition. Provide six
compact disks with all drawings files needed to view the complete drawings unbound and in the latest version
AutoCAD. Provide six additional compact disks of all text documents in Microsoft Word or Excel.

Design submittal requirements include, but are not limited to:

1.1.1. Narrative of Interior Design Objectives

Provide a narrative description of the furniture, to include functional, safety and ergonomic considerations,
durability, sustainability, aesthetics, and compatibility with the building design.

1.1.2. Furniture Order Form
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Prepare one Furnishings Order Form for each item specified in the design. This form identifies all information
required to order each individual item. In addition to the project name and location, project number, and submittal
phase, the order form must include:

(k)
()

Furniture item illustration and code

Furniture item name

Job name, location, and date

General Services Administration (GSA) FSC Group, part, and section

Manufacturer, Product name and Product model number or National Stock Number (NSN)
Finish name and number (code to finish samples)

Fabric name and number, minimum Wyzenbeek Abrasion Test double rubs (code to fabric samples)
Dimensions

Item location by room number and room name

Quantity per room

Total quantity

Special instructions for procurement ordering and/or installation (if applicable)

(m) Written Product Description: include a non-proprietary paragraph listing the salient features of the item to

include but not limited to:

(1) required features and characteristics
(2
(3
4
(5
(G
(7

) ergonomic requirements
) functional requirements
) testing requirements

) furniture style

) construction materials

) minimum warranty

The following is an example for “m” features and characteristics, ergonomic requirements and functional
requirements:
Chair Description:
(1) Mid-Back Ergonomic Task Chair

) Pneumatic Gaslift; Five Star Base
(3) Mesh Back; Upholstered Seat

) Height and Width Adjustable Task Arms:
a. Arm Height: 67- 117 (+-1/2”)

Arm Width: 2"-4” adjustment

(5) Height Adjustable Lumbar Support
(6) Adjustable Seat Height 16”-21” (+- 1”)
(7) Sliding Seat Depth Adjustment 15”-18” (+-1”)
(8) Standard Hard Casters (for carpeted areas)
(9) Overall Measurements:

a. Overall width: 25” - 27”

b. Overall depth: 25" 28"
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(10) Must have a minimum of the following adjustments (In addition to the above):

a. 360 Degree Swivel
b. Knee-Tilt with Tilt Tension
Back angle
d. Forward Tilt
e. Forward Tilt and Upright Tilt Lock

For projects with systems furniture, also provide a written description of the following minimum requirements:

(1) Type furniture systems (panel, stacking panels, spine wall, desk based system, or a combination)

(2) Minimum noise reduction coefficient (NRC)

(3) Minimum sound transfer coefficient (STC)

(4) Minimum flame spread and smoke development

(5) UL testing for task lighting and electrical system

(6) Panel widths and heights and their locations (this may be done on the drawings)Worksurface types and

sizes (this may be done on the drawings)
(7) Worksurface edge type
(8) Varying panel/cover finish materials and locations (locations may be shown on the drawings)
(9) Storage requirements
(10) Keyboard requirements
11) Lock and keying requirements
(12)  Accessory components (examples: tack boards, marker boards, paper management)

(13) Electrical and communication raceway requirement; type, capacity and location (base, beltline, below
and/or above beltline)

(14) Locations of communication cables (base, beltline, below and/or above beltline, top channel)

(15)  Types of electrical outlets

(16)  Types of communication jacks; provided and installed by others

(17)  Locations of electrical outlets and communication jacks (this may be done on the drawings)

(18)  Type of cable (examples: Cat. 5, Cat. 6, fiber optic; UTP or STP, etc.) system needs to support;
provi